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CHAPTER |
GENERAL

1.0. Purpose and Use of Bulletin

1.00. IxTropucrioN. This bulletin has been
prepared for use in the design of both military and
commercial aircraft, and contains material which

. is acceptable to the U. S. Air Force, Navy Bureau

of Aeronautics, and the Civil Aeronautics Admin-
istration. It should, of course, be understood that
methods and procedures other than those outlined
herein are also acceptable, provided they are prop-
erly substantiated and approved by the appropriate
agency. The applicability and interpretation of
the provisions of this bulletin as contract or cer-
tification requirements will in each case be defined
by the procuring or certificating agency.

1.01. Score oF BuiLeTiN. The technical ma-
terial in this bulletin is contained in chapters 2,
3, and 4, and pertains to three related phases of
the structural design of wood aircraft.

Chapter 2 presents information on the strength
and elastic properties of structural elements con-
structed of wood and plywood. This information
supersedes that contained in the June 1944 edition
of ANC-18, “Design of Wood Aircraft Struc-
tures.”’

Chapter 3 contains suggested methods of struc-
tural analysis for the design of various aircraft
components. Although these methods are in
many cases the same as those used for metal struc-
tures, special considerations have been introduced
which take into account the orthotropic properties
of wood.

Chapter 4 presents recommendations on the
detail structural design of wood aircraft and con-
tains some examples of how various manufacturers
have treasted the solution of specific detail design
problems. '

1.02. AckNowLEDGMENT. The Panel on Sand-
wich Construction of the Subcommittee on Air-
Force-Navy-Civil Aircraft Design Criteria and the
Forest Products Laboratory express their apprecia-

tion to aircraft manufacturers and others for the
valuable assistance given in connection with
various parts of this bulletin.

1.1. Nomenelature

This section presents the definitions of standard
structural symbols which are used in the bulletin.
In addition, sections 1.10 and 1.11 are presented
to clarify the differentiation between the defini-
tions for strength and elastic properties of plywood
elements and those for like properties of plywood
panels. These sections also outline the use of
table 2-13.

1.10. DErFINiTIONS FOR PrYwoop ELEMENTS—
Beims, Prisms, and CoLvvns 1N COMPRESSION,
Stries ¥ TEnsion. A plywood element is any
rectangular piece of plywood that is supported,
loaded, or restrained on two opposite edges only.
In defining the various strength and elastic prop-
erty terms for plywood elements the face grain
direction has been used as a reference; for exam-
ple, the subscript w denotes a direction parallel
to (with) the face grain, while the subscript &
denotes a direction perpendicular to (across) the
face grain. This is illustrated by figure 1-1.
The strength and elastic properties given in table
2-13 of the bulletin are for plywood elements.

1.11 DeriNiTiIONs FOR PrLywoop Pawners. A
plywood panel is any rectangular piece of plywood
that is supported, loaded, or restrained on more
than two edges. In defining the various strength
and related property terms for plywood panels, the

FACE GRAIN
DIRECTION

—

EE, ETC-FROM> - £, E,, . ETC-FROM
TABLE 2~ 13 TABLE 2-13

Figure 1-1. Plywood element (supported, loaded, or restrained
on twe opposile edges only).

1



-

rr—r— r— r— r - r_ . r r r r— rr— r

r""‘

|

side of length @ rather than the face grain direc-
tion has been used as the reference. For any
panel having tension or compression loads (either
alone or accompanied by shear) the side of length
ais the loaded side. For panels having only shear
loads (with no tension or compression), the side
a may be taken as either side (sec. 2.715). For
panels having normal loads, side a is the shorter
side. The subscripts ¢ and 7 denote a direction
parallel to the side of length a, and thesubscripts
b and 2 denote a direction perpendicular to the
side of length a. This is illustrated by figure 1-2.

Lt s sttt v s d s LIS S LS

1. -

a .

L—-ﬁ- - —a—
Vi 7, i

£, £ ETC—C-';‘M(/\MOT/;;g /t £y, E, ETC—CANNOT BE

EVALUATEO UNTIL FACE EVALUATED UNTIL FACE
GRAIN DIRECTION IS KNOWN GRAIN DIRECTION {5 KNOWYN

Figure 1-2. Plywood panel (supporied, loaded, or resirained
on more than two edges).

Since, in panels, the directions in which £,, E,,
E,, E,, etc., are to be measured arerelated to the
directions of the sides of lengths a and b, it is
necessary to relate these directions to the face
grain direction before the terms can be evaluated
from table 2-13. It may be stated, therefore,
that: '
(1) When the face grain direction of a ply-
wood panel is parallel to the side of

length a, the values of E,, E,, E,, E

etc., may be taken from the columns for

1.12. STAXNDARD STRUCTURAL SyMBoLS FOoR CHAPTER 2.

Ew, Ez, Efw, 1Ty Gtuc.,
table 2-13. This
figure 1-3.

respectively, in
is illustrated by

'f b

LLLL
!-A-

a

N
.

—

FACE GRAIN
DIRECTION

. “, 7
£ ETC-VALUES F/?O;:& ¢ & £ ETC-VALUES FROM
COLUMNS FOR £, £, ETC,  COLUMNS FOR £, £, FTC.,
RESPECTIVELY, INTABLE — RESPECTIVELY, N TABJ.E
2~13 2-i3

Figure 1-8. Plywood panel (face grain direclion parallel io
side of length a).

(2} When the face grain direction of a ply-
wood panel is perpendicular to the side
of length a, the values of E,, E,, E,, E.,
etc., may be taken from the columns for
E,, E,, E,, E,, etc., respectively, in
table 2-13. This is illustrated by ficure
1-4.

1 & !
|—-/// IIIIIII IS IIIIIIAINAS /1
FACE GRAIN
= DIRECTION =

—ny : le—

Q

P L
£,.E,, ETC—VALUES FROM & £, ETC—VALUES FROM
COLUMNS FOR £ £, ETC, COLUMNS[  E £TC,
RESPECTIVELY, /I{f TABI.E REJFECT/VELY IIV TABLE
2-A43 =13

Figure 1-4. Plywood panel {face grain direction perpendicu-
lar to side of length a ,

In general, symbols that are used only

i the section where they are defined are not included in this nomenclature.

A —area of cross section, square inches (total).

A;  —uarea of plies with grain direction parallel
to the direction of applied stress.

Ap  —area of plies with grain direction per-

pendicular to the direction of applied
stress (surfaces of plies parallel to plane
of glue joint tangential to the annual
growth rings, as for rotary-cut or flat-
sliced veneer, flat-sawn lumber).

a —the length of the loaded side of a plywood
panel for compression or tension loads,
and the length of either side for shear
loads (sec. 2.715); subscript denoting
parallel to side of length @ for plywood
panels.
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—area of plies with grain direction per-
pendicular to the direction of applied
stress (surfaces of plies parallel to
plane of glue ioint radial to the annual
growth rings, as for quarter-sliced
veneer, yuarter-sawn lumber).

—circumference.

—diameter.

—depending on direction of stiffeners,
E. 2  E.f
—1-2—)\! or 1—2):} -

—same as D, except that the stiffener is
considered to be an extra ply of the
plywood.

—same as D, but these are effective values
applicable to the stiffened panel as a
whole.

—depending on direction of stiffeners,
E 8 Ent
12x, 7F 2%,

—same as ), except that the stiffener is
considered to be an extra ply of the
plywood.

—same as D, but these are effective values
applicable to the stiffened panel as a
whole.

Grust®
12

—same as D,,; except that the stiffener is
considered to be an extra ply of the
plywood.

—same as Dy, but these are effective values
applicable to the stiffened panel as a

whole.

—the length of the unloaded side of a ply-
wood panel for compression or tension
loads, and the length of either side for
shear loads (sec. 2.713); subscript de-
noting parallel to side of length & for
plywood panels; subscript denoting
“bending’’ for solid wood.

—subscript denoting “‘bearing.’

—end-fixity coefficient for colummns; sub-
script denoting ‘‘compression’; dis-
tance from neutral axis to extreme
fiber.

—distance from neutral axis to the extreme
fiber having grain direction parallel to
the applied stress (plywood).

—subscript denoting ““critical.”

—depth or height.

?
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Ey,

Ey
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Ep.

E,

—modulus of elasticity of wood in the
direction parallel to the grain, as de-
termined from a static bending test.
(This value is listed in table 2-4.)

—modulus of elasticity of wood in the
direction radial to the annual growth
rings.

—modulus of elasticity of wood in the
direction tangential to the annual
growth rings.

—modulus of elasticity of wood in the
direction parallel to the grain, as de-
termined from a compression test
(value not listed in table 2-3, but ap-
proximately equal to 1.1 E}).

—effective modulus of elasticity of ply-
wood in tension or compression meas-
ured parallel to the side of length a of
plywood panels.

—eflective modulus of elasticity of ply-
wood in tension or compression meas-
ured perpendicular to the side of
length e of plywood panels.

—F, or E, as required.

—effective modulus of elasticity of ply-
wood in tension or compression meas-
ured parallel to (with) the grain diree-
tion of the face plies.

—effective modulus of elasticity of plywood
in tension or compression measured
perpendicular to (across) the grain di-
Tection of the face plies.

—effective modulus of elasticity of plywood
in flexure (bending) measured parailel
to (with) the grain direction of the face
plies.

—effective modulus of elasticity of plywood
in flexure (bending) measured per-
pendicular to (across) the grain direc-
tion of the face plies.

—same as K., except that outermost ply
on tension side is neglected (not to be
used in deflection formulas.)

€L

5]

Ep

€Ly

€L

Erg

—unit strain (tension or comnpression) in
the L direction.

~—unit strain (tension or compression) ip
the & direction.

—unit strain (tension or compression) In
the T direction.

—unit strain (shear); the change in angle
between lines originally drawn in the
L and T directions.

—unit strain (shear); the change in angle
between lines originally drawn in the
L and R directions.

—unit strain (shear); the change in angle
between lines originally drawn in the
T and R directions.
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E,

E,

Fbrp

FbrT

bru

FCCT

'FcpT

Fcpw

Fcp:

—F, of a stiffener. -

—effective modulus of elasticity of plywood
in flexure (bending) measured parallel
to the side of length a of plywood
panels, or parallel to the axis of ply-
wood cylinders.

—effective modulus of elasticity of plywood
in flexure (bending) measured per-
pendicular to the side of length a of
plywood panels.

—allowable stress; stress determined from
test.

—allowable bending stress..

—modulus of rupture in bending for solid
wood parallel to grain.

—fiber stress at proportional limit in bend-
ing for solid wood parallel to grain.

—-bearing stress at proportional limit par-
allel to the grain for solid wood.

—allowable ultimate bearing stress per-
pendicular to grain for solid wood
(either radial or tangential to the
annual growth rings).

—allowable ultimate bearing stress parallel
to grain.

—allowable compressive stress.

—ecritical compressive stress for the buck-
ling of rectangular plywood panels.

—stress at proportional limit in com-
" pression parallel to grain for solid
wood.

- stress at proportional limit in com-
pression perpendicular to grain for
solid wood (either radial or tangential
to the annual growth rings).

—stress at proportional limit in compression
for plywood having the face grain di-
rection parallel to (with) the applied
stress.

—-stress at proportional limit in compres-
sion for plywood having the face gramn
direction perpendicular to (across) the

applied stress.

J»

Jor

Je

ch

—internal (or calculated) stress; subscript
denoting “flexure” (bending) for ply-
wood.

—internal (or calculated) primary bending
‘stress.

—-nternal (or calculated) bearing stress.

~-internal (or calculated) compressive
stress. '

—internal (or calculated) compressive stress
in a longitudinal ply; 1. e., any ply
with its grain direction parallel to the
apphed stress.
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F

Fiu

FtuT

—stress at proportional limit in compres-
sion for ply wood having the face grain
direction at an angle 6 to the applied
stress.

—ultimate compressive stress parallel to
the grain for solid wood.

—compressive strength perpendicular to
grain for solid wood (either radial or
tangential to the annual growth rings)
(sec. 2.1000).

—-ultimate compressive stress for plywood

having the face grain direction parallel
to (with) the applied stress. )

—ultimate compressive stress for pliwood
having the face grain direction per-
pendicular to (across) the applie
stress.

—-ultimate compressive stress for plywood
having the face grain direction at an
angle ¢ to the applied stress.

—allowable shearing stress.

—critical shear stress for the buckling of
rectangular plywood panels.

-—modulus of rupture in torsion.

—ultimate shear stress parallel to grain for
solid wood.

—ultimate shear stress for plywood,
whereln ¢ designates the angle between
the face grain direction and the shear
stress in a plywood element so loaded
in shear that the face grain is stressed
in compression.

—ultimate shear stress for plywood,
wherein # designates the angle between
the face grain direction and the shear
stress in a plywood element so loaded
in shear that the face grain is stressed
in tension. _

—ultimate shear stress for plywood ele-
ments for the case where the face
grain is at 0° and 90° to the shear
stress.

—allowable tension stress.

—aultimate tensile stress parallel to grain
for solid wood.

—tensile strength perpendicular to grain
for solid wood (either radial or tan-
gential to the annual growth rings). -

Is

I
S

—internal (or calculated) shearing stress.

—internal (or calculated) tensile stress.

—internal (or calculated) tensile stress in a
longitudinal ply (any ply with its grain
direction parallel to the applied stress).
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—ultimate tensile stress for plywood having
the face grain direction parallel to
(with) the applied stress.

~ultimate tensile stress for plywood having
the face grain direction perpendicular
to (across) the applied stress.

—ultimate tensile stress for plywood hav-
ing the face grain direction at an angle
f to the applied stress.

~—mean modulus of rigidity taken as ¥¢ of
E..

—modulus of rigidity associated with shear
deformations in the LT plane resulting
from shear stresses in the LR and BT
planes. '

—modulus of rigidity associated with shear
deformations in the LE plane resulting
from shear stresses in the LT and BT
planes.

—modulus of rigidity associated with shear
deformations in the TR plane resulting
from shear stresses in the LT and LR
planes.

—a constant, generally theoretical.

—moment of inertia.

—polar moment of inertia.

—torsion constant (1, for round tubes).

—-a constant, generally empirical.

—Jlength; span; subscript denoting the
direction parallel to the grain.

=% where ¢ is the end-fixity coeflicient.
Ve
—applied bending moment.

—applied load (total, not unit load).

—static moment of a cross section.
—subscript denoting the direction radial
to the annual growth rings and per-
pendicular to the grain direction.
—shear force.

—applied torsional moment, torque; sub-
script denoting the direction tangential
to the annual growth rings and per-
pendicular to the grain direction.

.

T

2

Ppsi

te

—length of side of panel and equal to @ or
b as is required.

—height or depth.
—subseript denoting ‘2% ply.”’
—stiffness factor v EI/P
—stiffness factor
Emﬁifzw'!"Z)\fom:
VEwE,:
—not used, to avoid confusion with the
numeral 1.

—number of half waves.

—number of plies, number of stiffeners.

—subscript denoting “polar’’; subscript de-
noting ‘‘proportional limit”; load per
unit area.

—pounds per square inch.

—shear flow, pounds per inch.

—radius; adjusted ratio length to width

E(E.) %o :
a Ez
—distance ¢ to ¢ of adjacent stiffeners;

subscript denoting ‘“‘shear’.
—thickness; subscript denoting ‘“‘tension’.

—thickness of central ply.
—thickness of face ply.
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~—section modulus, I/e
—polar section modulus, 1,/c.

HLr

—subscript denoting “ultimate’.

—deflection of plywood panels; load per
linear inch; subscript denoting parallel
to face grain of plywood.

—subscript denoting perpendicular to face
grain of plywood.

—distance from the neutral axis to any
given fiber.

—distance between center of panel and
neutral axis of panel stiffener combina-
tion.

-—the angle between side of length & and the
face grain direction as used in the de-
termination of buckling ecriteria for
panels (sec. 2.71). '

—deflection.

—ususally the acute angle in degrees be-
tween the face grain direction and the
direction of the applied stress; angle of
twist in radians in a length (Z).

—Poisson’s ratio of contraction along the
direction T to extension along the di-
rection L due to a normal tensile stress
on the rr plane; similarly, urz, uzr.
bre, trr, and per.

—radius of gyration.

—usually the acute angle in degrees between
the face grain direction and the axis of
extension. :
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CHAPTER 2
STRENGTH OF WOOD AND PLYWOOD ELEMENTS

2.0. Physical Characteristics and Factors Af-
fecting the Strength of Wood

2.00. Ax1soTroPy oF Woop. Wood, unlike
most other commonly used structural materials,
is not isotropic. It is a complex struetural
material, consisting essentially of fibers of cellulose
cemented together by lignin. It is the shape, size,
and arrangement of these fibers, together with their
physical and chemieal composition that govern the
strength of wood, and account for the large dif-
ference in properties along and across the grain
(ref. 2-20).

The fibers are long and hollow tubes tapering
toward the ends, which are closed. Besides these
vertical fibers, which are oriented with their
longer dimension lengthwise of the tree and com-
prise the principal part of what is called wood, all
species, except palms and yuecas, contain hori-
zontal strips of cells known as rays, which are
oriented radially and are an important part of
the tree's food transfer and storage system.
Among different species the rays differ widely in
their size and prevalence.

From the strength standpoint, this arrangement
of fibers results in an anisotropic structure, that
accounts for three Young’s moduli differing by
as much as 150 to 1, three shear moduli differing
by as much as 20 to 1, six Poisson’s ratios differing
by as much as 40 to 1, and other properties
differing by various amounts. Not all of these
wood properties have, as yet, been thoroughly
evaluated. '

Figure 2-1 shows a diagrammatic sketch of the
cellular structure of wood. Each year’s growth is
represented by one annual ring. The portion of
the growth occurring in the spring consists of
relatively thin-walled fibers, while that occurring
during the later portion of the growing season
consists of fibers having somewhat heavier walls.
Thus, there is, for most woods, a definite line of

demarcation between the growth occurring in
successive years. The relation between the cel-
lular structure of the wood and the three principal
axes——longitudinal (L)}, tangential (T'), and radial
(R}—is indicated on the sketch. Figure 2-2
shows the relation between these axes and (a) the
log, (b) a flat-sawn board or rotary-cut veneer, and
(¢) an edge-grain board or quarter-sliced veneer.

2.01. DENSITY OR APPARENT SPECIFIC GRAVITY.
The substance of which wood is composed is
actually heavier than water, its specific gravity

- being nearly the same for all species and averaging

about 1.5. Since a -certain proportion of the
volume of wood is occupied by cell cavities, the
apparent specific gravity of the wood of most
species is less than unity.

Relations between various strength properties
and specific gravity have been developed (table
2-1) and are useful in estimating the strength
of a plece of wood of known specific gravity.
Considerable variability from these general rela-
tions is found, so that while they cannot be
expected to give exact strength values, they do
give good estimates of strength. Minimum per-
missible specific gravity values are listed in
section 2.10. _

The exponential values shown in table 2-1 apply
to variation within a species. That is, they are to
be used in determining the relation between the
strength properties of pieces of the same species
but of different specific gravity. “For expressing
the relation between the average strength proper-
ties of different species, the exponential values are
somewhat lower. Such values are shown in table
14 of U. S. Department of Agriculture Technical
Bulletin 479 (ref. 2-57).

2.02. Morsture ConTENT. Wood in the natural
state in the living tree has considerable water
associated with it. After being converted to
lumber or other usable form, or during conversion,

9
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wood is commonly dried so that most of the water
1s removed.

The water is associated with the wood in two
ways, either absorbed in the cell walls, or as free
water in the cell cavities. During drying, the
free water in the cell cavities is removed first, then
that absorbed in the cell walls. The point at
which all the water has been removed from the cell
cavities while the cell walls remain saturated is
known as the fiber-saturation point. For most
species, the moisture content at fiber saturation
1s from 22 to 30 percent of the weight of the dry
wood. '

Lowering the moisture content to the fiber-
saturation point results in no changes in dimension
or in strength properties. Lowering the moisture
content below the fiber-saturation point, however,
results in shrinkage and an increase in strength
properties. ) :

Wood is a hygroscopic material, continually giv-
ing off or taking on moisture in accordance with the
relative humidity and temperature to which it is
exposed. Thus, while the strength of a piece of
wood may be increased to a relatively high value
by drying to a low moisture content, some of that
increase may be lost if, in use, it is exposed to
atmospheric conditions that tend to increase the
moisture content. While paint and other coatings
may be employed to retard the rate of absorption
of moisture by wood, they do not change its hygro-
scopic properties, thus a piece of wood may be
expected to come to the same moisture content
under the same exposure conditions whether
painted or unpainted. The time required will
vary, depending upon whether or not it is coated.
It is desirable, therefore, to design a structure on
the basis of the strength corresponding to the con-
ditions of use.

Moisture content is generally expressed as a
percentage of the dry weight~of the wood. The
percentage variation of wood strength properties
for 1 percent change in moisture content is given
in table 2-2. Since this variation is an exponential
function (ref. 2-85), it is necessary that strength
adjustments based on the percentage changes
given in the table be made successively for each 1
percent change in moisture content until the total
change has been covered. Figure 2-3 is a chart
by means of which the ratio between the adjusted
strength and the original strength may be deter-
mined approximately if the proper correction
factor is obtained from table 2-2 and the differ-
ence i moisture content for which correction is

desired is known. For positive correction factors
in table 2-2, the original strength is multiplied by
the strength ratio factor determined from figure
2-3 for adjustments involving decrease in moisture
content, and divided by the strength ratio factor
for those involving increase in moisture content.
For negative factors in table 2-2, the original
strength is divided by the strength ratio factor for
adjustments involving decrease in moisture, and
multiplied for adjustments involving increase in
moisture.

Table 2-1. Variation of wood strength properties with

specific gravity L

E_(,g_)"
Sr"_ gr
S =strength at specific gravity g

S’ ==strength at specific gravity ¢’ (usually average
values from column (2) of tables 2-6 and

2-7)

Statie bending: n
Fiber stress at proportional Hmit_________.___ 1. 50
Modulus of rupture. - . ___ .. ____________.__ 1. 50
Modulus of elasticity. .. . .- 1. 25
Work to maximum load. oo ceeoooaiuana 2. 00
Total work . 2.25

Impact bending:

Fiber stress at proportional limit____________ 1. 50
Modulus of elasticity. . ..o oo i oaan 1. 25
Height of drop_ oo o . 2. 00

Compression parallel to grain:

Fiber stress at proportional limit________.___.. 1. 25
Maximum crushing strength___.____________ 1. 25
Modulus of elasticity. ... PR 1. 25

Compression perpendicular to grain:

Fiber stress at proportional limit_ . __.. ... ... 2. 50

Hardness——end, radial, tangential ________._. ... 2. 50

1 Values in this tabie =pply only to variations within a species. See section
2.01.

2.03. SarinkaGe. Reduction of moisture con-
tent below the fiber-saturation point results m a
change in dimension of the wood. Shrinkage in
the longitudinal direction is generally negligible,
but in the other two directions it 1s considerable.
In general, radial shrinkage is less than tangential,
the ratio between the two varying with the species.

A ‘quarter-sawed board will, therefore, shrink
less in width but more in thickness than a flat-
sawed board. The smaller the ratio of radial to
tangential shrinkage, the more advantage 1s to be
gained through minimizing shrinkage in width by

11
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using & quarter-sawed board. The smaller the
difference between radial and tangential shrinkage,
the less, ordinarily, is the tendency to check in
drying and to cup with changes in moisture con-
tent.
In general, woods of high specific gravity shrink

12

STRENGTH RATIO

and swell more for a given change in moisture
content than do woods of low specific gravity.
2.04. TempERATURE. The strength- of wood is
greatly influenced by its temperature, but the
magnitude of the effect depends upon the moisture
content of the wood and the time of exposure.
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Figure 2-3. Strength ratio chart for use in making sirength-moisture adjusimenis.
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Tuble 2-2. Perceniage increase in wood sirength properiies for 1 percent decrease in moisiure content !

Static bending Compres-
T sion paral- | Compres- | Shearing
Species Fiber stress l Work 10 l;;il;)?i%nr?lﬂ' pség’(liitgﬁl;r Strgﬁit}l H?sri%reless
Modulus | Modulus 7 ! 3 paraii )
t‘};ngrﬁ?;{i't of rupture | of elasticity| M5 TET :{?j;‘;’{ﬁ tograin | togmain
I i 2 3 : (4) (8 1‘ {6) . & (&
i
Hardwoods:? i
Ash, black_______ . ______.______ 89 6. 4 3.6 1.8 83 6. 8 51 41
Ash, commercial white. __ _ ... ______ ! 4.1 3.5 1. 4 4 4.7 4.8 2.9 2.4
Basswood, American. - .. _______. : 6. 8 4.8 2.9 2.6 6.5 6.6 4.2 4.2
Beech, American____..._ .. .. ._.______ 6. 0 4.7 1.8 2.0 G.2 53 3.8 3.6
Birch, sweet. . ______. I : 6. 4 5.0 2.3 1.2 7.1 7.2 5.0 3.6
Bireh, yellow_ .o _______ : 6.0 4.8 2.0 1.7 6.1 56 3.6 3.3
Cherry, black._ . ______ . .. __._.... ; 6. 6 3.6 1.1 1.0 6.0 55 3.5 3.1
Cottonwood ___ . ... _._____________.. ! 5.8 4.1 2.5 1 6. 6 5.7 2.6 1.8
Elm, T0CK_ oo ooo oo L4 3.8 2.1 —.3 5.3 6. 1 3.5 2.8
Hickory (true hickories)._______._ ... 4. 9 4. 8 2.8 —. 7 5 9 6. 6 3.9 . ___.
Khaya (‘“African mahogany”). ... ..., 3.2 2.5 1.6 —. 6 3.2 3.0 L4 3.1
Mahogany. - o .. eeaiooo 2.6 1.3 . 8 —2.9 2.5 309 oo 1.0
Maple, sugar__ __ ________ .. ooaoo-. 5.2 4. 4 1.4 1.9 5.7 7.1 3.9 3.4
Oak, commercial white and red._.____ 4.6 4.4 2.4 1.7 59 4. 4 3.5 1.8
Sweetgum. . ..., 6.7 4.7 2.2 1.5 6.1 5.4 3.5 2.4
Walnut, black. .- oo ' 58 3.7 1.4| —2.6 4.8 6.3 .0 1.0
Yellow-poplar. _ .. . ___._ 3.0 4.6 2.7 1.9 6.7 4.8 3.3 2.4
Scftwoods (conifers): @ ;
Baldevpress___ . _____.... et 4.6 4.0 1.6 1. 8 4.9 31 1.7 2.3
Douglas-fir. .. .. 7 45 3.7 1. 8 1.9 5. 5 5.0 1.7 2.9
Fir, noble__ . . aaoo- . 5.1 4.7 1.9 3.2 6.1 5.5 2.3 3.1
Hemloek, western. ..o oo oo ___. : 4.7 3.4 1.4 .7 50 3.7 2.5 2.0
Incense cedar, California_____________ ! 3.4 2.1 1.8 —1.4 4.3 4. 0 .4 L5
Pine, eastern white________. .. ______. ! 5.6 4.8 2.0 2.1 57 56 2.2 2.2
Pine, red_ oo 80 5.7 2.2 4.7 7.5 7.2 3.4 4.5
Pine, sugar. . oo oo o_o._. i 4. 4 3.9 2.1 L1 5.4 4.4 3.7 1.9
Pine, western white. ____.__...__.___ 1 5.3 5.1 2.2 4.8 6.5 5.2 2.5 1.5
Redcedar, western. - ______.______. 4.3 3.4 1.6 1.3 5.1 51 1.6 2.3
Spruce, red and Sitka_ __..__________ 4.7 3.9 17 2.0 53 43 2.6 2.4
Spruce, white. . ... _______-_ ... \ 5 8 4 8 1.9 2.1 6.5 5.7 3.7 3.3
White-cedar, northern. .. __________. | 5 4 3. 6 1.8 —1.5 59 2.3 2.8 3.0
White-cedar, Port Orford_______._._. ' 5.7 5.2 1.6 1.7 6.2 6.7 2.2 2.8

1 Corrections to the strength properties should be made suecessively for each 1 percent change in moisture content until the total change has been covered.
For each 1 percent decrease in moisture content, the strength is multiplied by (14 F), where P is the percentage correction factor sbown in the table, expressed
asa decimal, For each 1 percent increase in moisture content, the strength is divided by (14+F).

2 Negative values indicate s decrease in work to maximum joad for a decrease in moisture content.

 For tension values see section 2.5411.

Although considerable literature exists relating to
permanent strength reductions resulting from pro-
longed or evelic exposure to temperature extremes
(ref. 2—46, 2-57, 2-84) few investigations have
been made with respect to transient or reversible
effects resulting from differences in temperature
(ref. 9-2, 2-26, 2-28, 2-36, 2-58, 2-73, 2-76,
2-81).

Broadly, it would appear from data now avail-
able that prolonged exposure to temperatures

IS

above about 150° F. may result in a permanent.
loss of strength, and that within the range 0° F.
to 150° F. the reduction in static strength proper-
ties (excluding modulus of elasticity) with increase
in temperature for wood at about 12 percent
moisture content, will approximate one-half per-
cent per degree Fahrenheit. The effect on impact
properties is variable and cannot be generalized.
Some data on the mechanical properties of wood
of different moisture contents over the tempera-

13
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ture range of —328° F. to 4+392° F. are given in
NACA Technical Memorandum No. 984, refer-
ence 2-37,

2.05. Faticur PropErTIES. The fatigue char-

-acteristics of wood have been explored to only a

limited extent (ref. 2-38, 2-39, 2-41). Tests of
the Forest Produets Laboratory indicate that wood
is less sensitive to rapidly repeated loads than are
the more crystalline structural materials, re-
sulting in a higher endurance limit in proportion
to the ultimate strength. Tension parallel-to-
grain and glue joint shear tests of Douglas-fir and
white oak, and tension perpendicular-to-grain
tests of Douglas-fir showed an endurance load for

30 million cycles of about 40 percent of standard

test strength for both solid wood and scarf-
jointed specimens when the minimum repeated
load was 10 percent of the maximum repeated
load for each cycle. These tests were conducted
at about 12 perceht moisture content, at a tem-
perature of 75° F.

Tests of small cantilever bending specimens of
solid wood and plywood, subjected to fully re-
versed stresses under the same temperature-
humidity conditions as above, indicate an endur-
ance load of about 30 percent of the modulus of

rupture of standard static tests after 30 million

cycles of repeated stress.

Very little data are available on the effects of
notches, bolt holes, or connectors in fatigue. Some
data on the effect of notches on fatigue properties
of rotating beam specimens are given in reference
2-87.

2.06. Prastic ProrErTIES. Though it is known
that wood, in common with other materials of con-
struction, exhibits plastic as well as elastic proper-
ties, quantitative evaluations of the plastic char-
acteristics of wood are limited in scope (ref. 2—-34).
Thus, while recognizing that when load is applied
to a wood structural member the immediate or
elastic deformation subsequently will be increased
by plastic yield or creep, there is, at present, no
accurate means of evaluating the rate of progress
of such plastic yield, nor of predicting the time at
which failure may be expected to occur.

Preliminary investigations at the Forest Prod-
ucts Laboratory (vef. 2-66, 2-86) involve creep
tests with stresses up to 3,000 pounds per square
inch in tension and compression, up to 400 pounds
per square inch in shear, and at stress levels ap-
proaching the short-time ultimate strength in
bending. They indicate creep characteristics very

14

mauch alike in these strength properties at the lower
stress levels. There is reason to believe that crecp
properties differ between tension and compression
as stress values approach the short-time ultimate
strength in compression, but the difference has not
been fully explored. From these considerations,
supported by a few test results, it is believed that
joints and fastenings have similar creep properties
msofar as their strength is controlled by the
strength of the wood.

It is evident from the studies thus far completed
that creep under constant load is quite rapid at
first, and continues for long periods at a decreasing
rate, depending upon the ratio of the applied load
to that which would cause immediate failure. No
critical point in time has been found at which the
rate of creep suddenly changes or at which all creep
ceases. Neither has there been found a stress
threshold below which no creep takes place.

The studies in bending and compression have
indicated that with stresses at, or less than, 60 per-
cent of the strength in a standard laboratory test,
the ratio of creep to initial strain is approximately
constant. Since strain in this range is propor-
tional to stress, it may be said that creep is pro-
portional to stress. Both in compression and
bending, creep at 5 minutes is generally less than
2 percent, and at 1 hour is about 4 percent of the
initial strain or deflection. Where stresses in
bending exceed 60 percent of laboratory test
strength, creep percentages are higher than the
above values.

It 1s known that temperature and moisture
changes influence plastic properties, but the extent
of such effects is not known.

When load is removed from wood, the elastic
strain is recovered immediately, There is, in
addition, a recovery of a portion of the plastic
strain, relatively rapid at first, and continuing

more and more slowly for considerable periods of

time. Little 1s known of the nature and extent
of recovery, or of permanent set characteristics,
hysteresis, or damping capacity (see sec. 2.095).

In bending, successive repetitions of the same
load separated by periods of recovery cause
successively increased deformations which finally
lead to failure. From data now available it
appears that the sum of the periods under inter-
mittent load, until failure occurs, is somewhat
greater than the duration to failure under constant
load at the same stress level.

2.07. Impact ProrERTIES. The rate at which
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" load is applied to a wood member, as well as the

time during which it acts, bas an important effect
on its ability to carry load (secs. 2.06 and 2.10).

Under extremely rapid loading conditions, such
as are obtained in impact tests where failure may
occur in a fraction of & second, 2 wood member
would be expected to withstand a force much
greater than in a standard test. KExact relation-
ships of failing stresses under static and impsct
loadings are not well known as, in impact tests,
measurement is generally made of the absorbed
energy rather than the stress imposed.

A beam subjected to impact loading in the
standard drop hammer impact bending test (ref.
2-57) may deflect about twice as much before
failure as under static test conditions. The stress
required to produce failure under such impact
conditions is, therefore, correspondingly, about
twice as great as for static conditions.

The shock resistance of wood may be measured
by a single-blow impact test such as the ““tough-
ness’’ test deseribed in USDA Tech. Bul. 479
(ref, 2-57) where average toughness values for
common species are listed, together with minimum
acceptance requirements for a number of aircraft
woods.

Recent data of the Forest Products Laboratory
(ref. 2-10, 2-14) show that the toughness of wood
is considerably influenced by its moisture content.
Above the fiber-saturation point, approximately
30 percent moisture content, toughness 1s appar-
ently independent of changes in moisture. For
drier material the toughness, in general, decreases
slowly from the green value to & minimum at
about 12 to 18 percent moisture content, and then
increases substantially with further decrease in
moisture. These conclusions are in general agree-
ment with extensive toughness and Izod tests by
the Australian Forest Products Laboratory (ref.
2-35) but it has been found that results vary
greatly among species, and no adequate general
formula can be devised to represent toughness-
moisture relations for all species.

2.08. Errecr oF Liquips. Some liquids, when
absorbed by wood, adversely affect the strength
properties, others do not. In general, nonpolar,
nonswelling liquids that do not react with wood
chemically do not affect the strength (ref. 2-19}.
For example, saturated, straight-chain hydro-
carbon oils, such as gasoline, kerosene, and most
lubricating oils, and aromatic hydrocarbons, such
as benzene and toluene, have no significant effect

on the strength of wood and they do not raise
the grain. :

Turpentine, mineral paint thinners, and linseed
oil will by analogy cause practically no effect upon
the strength properties nor will cleaning fluids
such as carbon tetrachloride.

Low molecular-weight, simple alcohols such as
methyl (wood alcohol), ethyl (grain alcohol), and
propyl alcohol and polyhydric alecohols such as
ethvlene glyeol (antifreeze) and glycerine swell
wood appreciably and cause a considerable loss
in strength properties, varying from haif to
almost the full strength loss caused by water.
In general, the crushing strength is decreased
somewhat less than it would be if swollen to the
same extent in water (ref. 2-19, 2-60).

Lacquer solvents, such as acetone, methyl and
ethy]l acetates, and ethylene glycol monoethyl
ether will reduce the strength about half as much
as water. ‘

Low molecular-weight organic acids, such as

acetic acid, will reduce the strength about three-
fourths as much as water. The high molecular-
weight fatty acids will have a much smaller but
positive effect.
- These various liquids reduce the strength of
wood only while they remain in the wood. Vola-
tile liquids, hence, have only a short, temporary
effect upon the strength. Low volatility liquids
like glycerine will reduce the strength over con-
siderable periods of time. These are apparently
the only liquids with which the aircraft industry
need be concerned. Some hydraulic fluids con-
taining glycerine or ethylene glycol have an
experimentally demonstrated . detrimental effect
upon the strength of wood (ref. 2-11).

Another group of liquids, strong mineral acids
and bases, have a permanent effect upon the
strength of woods as a result of chemical de-
gradation of the wood. This degradation varies
with species. The only comprehensive data
available on the subject are given in the tables 2-3
and 2-4.

2.09. MisceLLANEOUS PEHYSICAL PROPERTIES.

2.091. Coefficient of expansion. The isotropic
nature of wood results in differing coefficients of
thermal expansion («) along its radial, tangential,
and fiber axes. This anisotropy, modified by the
treatments involved, remains a basic property
of all the derived structural produets of wood, in
which the fiber arrangement is not destroyed.

The thermal expansion of wood is so small as to

15
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Table 2-8. Delerioration due fo four weeks soaking tn acids and bases at room lemperature measured by the modulus of rupture
relative to that for maiched waler-soaked specimens. Concentralions, 2 io 10 percent (ref. 2-86)

i
Species Hydrochloric acid Sulfuric acid Nitric acid : Sodium hydroxide Ahy?g:_griig?

i 1 ) :

|
FLareh o aea 11.09-0. 81 1.11-1. 00 1. 07-0. 95 ' {. 96-0. 52 | 1. 06-0. 92
Pine. .o e 1. 08~ . 84 1. 13-0. 84 1.07- .93 | . 96— .51 | 1. 00— . 79
SPIUCE - o oo 1. 00— . 82 1.02- .94 .98 .96 ' 93— . 44 ‘ 98 .75
Beech . - o e . . 96— . 55 .97- . 87 .83 .71 . 59— .31 | . 67— .43
Oak _ e -93- .52 . 97— 82 .83—.65' .58~ .29 | . 85— .36
Basswood _ oo .88 .48 ] . 87- .81 .76~ . BT . 55— .21 . 61— . 33

! Values grealer than inity due to the fact that acid is more slowly absorbed by the wood than water.

Table 2-/. Loss in breaking load in percenl due lo soaking in acids at reom temperature relative lo matched water-soaked
specimens (ref. 2-1)

Hwvdrachioric acid Sulfuric acid Acetic acid
82 davs 82 davs " 135 days
Species
5 percent 15 pereent 10 percent 20 percent 50 percent i 80 percent
congentration i concentration concentration concentration concentration E concentration
Percent Percent : Percent Pereent Percent Percend
Teak oo 31 | 50 ¢ 17 31 43 39
L 54 76 48 40 39 26
Pine_ _ o o-- 18 46 11 16 20 0
be unimportant in ordinary usage, for example, R ‘F
. . . Average !
a 1 percent increase in moisture content swells Species spedific | om0 | asaee | adxie
. TAVILy !
vellow birch as much as does an 80° C. thermal F S
expansion. Only meager data are available on , ) '
the coefficients of thermal expansion of wood and Yellow Birch...... 0. 66 38.3 30.7 3.36
e coe : expan : Sugar Maple. ._.__ 681 353 -26.8 3. 82
wood-base materials, and investigators are not In  Yeliow-poplar. - __ .43 29, 7 27. 8 8. 17
close agreement in their values although there is  Cottonwood. .. ... .43 7 32.6| 232 2. 89
general agreement that the expansion across the  Basa__._._...... 217 %241 ) 3163 1. ..
erain is much greater than that along the grain Douglas-fir?...._.. - 51 42.7 27.9 3.16
ref. 2 20) & ) © & Sitka spruce_..._- .42 32.3| 238 3.15
\rel. =—su). ) , White fir. ________ .40 32. 6 21. 8 3.34
A comprehensive study of the thermal expansion Redwood . . .... 42 | - 351 23. 6 4. 28
of wood and wood-base products has been com- :

pleted recently at the Forest Products Laboratory,
and the results have been published (ref. 2-82).
In this work the variation of the coefficients of
linear thermal expansion with specific gravity was
determined on a series of solid, oven-dry specimens
of 9 different species of untreated wood. The
effects of radial compression, resin-treating, and
cross-banding on the values of the coefficients
were determined on birch laminates. The values
of the coefficients for papreg and hydrolyzed-wood
plastic were also determined. '

The average coefficients of linear thermal
expansion (a) per ° C. of nine species of solid
wood (ref. 2-82) from -+50 to —50° C. for the
average specific gravity of the species are given
in the following tabulation:

16

t Avetage specifie gravity (based on weight and volume when oven dry)
taken from tables of properties in U. 8. D. A. Tech. Bull. No. 475 (ref
2-57) or for specimens included in this study.

: Specific gravity average of values for two specimens tested,

3 measured from 450 to 0° C. only.

The coeflicients of linear thermal expansion in
the tangential (a,) and radial directions (a,) may
be calculated for specific gravities other than those
tabulated by use of the following equation:

G

=, ?
o

(2:1)
where

a==coefficient of linear thermal expansion
(o, or &,) at specific gravity @
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a,~=coefficient of linear thermal expansion
(e, or «,) Hsted

G, =specific gravity listed

G=specific gravity desired

The coefficient of linear thermal cxpansion
parallel to the grain (af) is independent of specific
gravity, and is unaffected by radial or tangential
compression.

The dependency of the coefficient of linear
thermal expansion on resin content in a solid piece
is expressed by:

_Ewau(l - nr) +Erarnr

S N P (2:2)

where

a,==coeflicient of linear thermal expansion (a)
of the wood-resin system

a,=—of wood alone

a,—of resin alone.

E=modulus of elasticity (subscripts have the
same meaning as for o)

n.,==fraction of solid cross-section of sample
consisting of resin

Geneéral formulas were developed at the Forest
Products Laboratory that permit calculation of
the coefficients of linear thermal expansion of wood
laminates in any grain direction of the specimen,
from the original and final specific gravities, the
percentage by weight of resin and glue present, the
percentage of cross-banding, and the slope of grain
relative to any three axes of reference. Solution
of the formulas, however, should be attempted
only after reference to the original publication
(ref. 2-82).

2.002. Thermal conductivity. The thermal eon-
ductivity of wood is dependent on a number of
factors of varying degrees of importance. Some of
the more significant variables affecting the rate
of heat flow in wood are the following: density and
moisture content of the wood; direction of heat
flow with respect to the grain; kind, quantity, and
distribution of extractives or chemical substances;
relative density and proportion of springwood and
summerwood; defects, like checks, knots, and
cross-grain structure.

The Forest Produets Laboratory has made
careful determinations of the thermal conductiv-
ity of wood at various moisture contents. These
tests, which covered 32 species, have furnished
sufficient data on the relationship between con-
ductivity, specific gravity, and moisture content
to make it possible to compute the approximate

thermal conductivity for any wood for which the
specific gravity is known and for which the mois-
ture content can be determined or assumed.
Such conductivities have many practical applica-
tions, such as in estimating the thermal resistance
or insulating value of various woods; thermal
resistance being the reciprocal or inverse value
of conductivity.

It is common engineering practice to express
heat conductivity, represented by K, as the
amount of heat in British thermal units that will
pass in 1 hour through 1 square foot of the material
1 inch thick per degree Fahrenheit temperature
difference between the faces.

Although it is not practicable (ref. 2-43) to
compute the exact conductivity of wood of given
density and moisture content because of the num-
ber of variables involved, the following equations
permit calculation of conductivity closely enough
for practical purposes:

For wood having a moisture content under
40 percent:

K=S(1.39--0.028M) +0.163 (2:3)

For wood having a moisture content of 40
percent or more:

K—S(1.39+0.038M) +0.165 (2:4) -

Where

K=conductivity
S=specific gravity based on volume at
current moisture and weight when
oven-dry
M=moisture content

Conductivities of wood aircraft parts will ordi-
narily be computed by means of equation (2:3)
using 15 percent for the moisture content of air-
craft to be used in the continental United States
and 20 percent for the moisture content of air-
craft to be used under tropical conditions (sec.
2.10). The use of species average values of
specific gravity may be considered sufficiently
correct for most purposes.

Experiments on Douglasfir plywood with
veneer X-inch or more in thickness (ref. 2—45)
indicate that the thin film of glue between the
wood surfaces has no important effect on con-
ductivity, as would be expected, because of the
very slight thickness of the glue coating in com-
parison with the total thickness.
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Tests (ref. 2-45) indicate there is a small in-
crease in conductivity with inecrease in temnpera-
ture difference but, for temperature conditions
normally encountered, the variation in conduc-
tivity is not significant.

2.093. Ignition temperature. Limited data are
available concerning minimum temperatures re-
quired to produce charring or ignition of wood.
Results obtained by different investigators for
ignition temperatures show wide discrepancies.
The different values reported may be due to the
specific test conditions associated with the
methods employed, and also to the different inter-
pretations among investigators as to what con-
stitutes Ilgnition temperature (ref. 2-4). As-
suming conditions favorable to the completion
of the ignition process, the ignition temperature
has been defined (ref. 2—4) as the temperature in
the combustible at which the rate of heat de-
veloped by the reactions inducing ignition just
exceeds the rate at which heat is dissipated by all
causes, under the given conditions.

It is thus obvious that, unlike flammable liquids,
which have reasonably definite ignition tempera-
tures, the ignition temperature of wood, even if &
standard interpretation of the phenomenon were
determined upon, would vary widely depending
upon the size, density, moisture content, and type,
distribution, and quantity of extractives present
in the specimen under test, and upon the time and
rate of heating, the amount of air available, and
the rate of air flow.

The importance of the time factor has been em-
phasized by the Forest Products Laboratory (ref.
2-49) but no specific tests have been made relating
ignition temperatures to long exposures at the
lower ranges of elevated temperature. The Un-
derwriters’ Laboratories (ref. 2-80) have cited an
example of ignition occurring after long-continued
exposure (about 15 yrs.) to a temperature of ap-
proximately 190° F.

2,094, Electrical properties. The resistance that
wood offers to the passage of direct current depends
primarily upon the motsture content of the wood
(ref. 2-72). In the green state the resistivity of
wood 1s relatively low and increases slowly with
decrease in moisture until the fiber-saturation point
1s reached at about 30 percent moisture content,
and gll free water has been removed. The change
of resistivity within the green range is about 50-
fold. When wood is dried below the fiber-satura-
tion point, however, its resistivity increases
rapidly, about & million-fold from the fiber-satura-
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tion point to the oven dry condition. The log-
arithm of resistivity is approximately inversely
proportional to moisture content. At values of
moisture content approaching zero the resistivity
becomes very great, of the order of 10'® ohm-centi-
meters (ref. 2-83), and dry wood is a very good
electrical insulator. In conditions of use, however,
wood will not remain dry, but will absorb moisture
until it reaches a condition of equilibrium corre-
sponding with the ambient atmosphere. The
resistivity of wood at & typical moisture content of
9.3 percent is 10" ochm-centimeters.

When alternating voltage is applied to wood the
effects depend upon both moisture content and
frequency. At frequencies up to a few hundred
cycles per second the behavior of wood is prac-
tically the same as for direct currents. At much
higher frequencies, from & million cycles per second
upward, the electrical properties of wood are
essentially its properties when acting as a djelectric
matertal. In this role it is interposed between
two metallic plates or sheets to form a condenser.
Wood is an imperfect dielectric and, therefore,
some of the electrical energy required to charge
the condenser will be lost to the wood where it
appears as heat.

Losses in the wood depend principally upon its
moisture content and the frequency of the applied
voltage, and the losses increase with both moisture
content, especially above about 10 percent, and
frequency. Wood is a very poor insulator or di-
electric at high frequencies. The alternating cur-
rent electrical properties of wood are concerned
principally with high-frequency dielectric heating
for gluing purposes (ref. 2-5, 2-74).

2.095. Damping cepacity. Damping capacity
may be defined as the ability of a solid to convert
mechanical energy of vibration into internal
energy. This causes vibrations to die out. Pub-
lished information on the subject (ref. 2-33) is
mainly concerned with metals, and only occasional
references are made to wood. :

The damping capacity of timber has been in-
vestigated by Greenhill (ref. 2-29). His investi-
gations indicate that “if a truly elastic material is
subjected to a cycle of stress, the stress-strain
curve will be a straight line. If, however, the ma-
terlal undergoes reversible plastic deformation
during the cycle, the stress-strain curve will be a
hysteresis loop. The area enclosed by this loop
represents the amount of energy expended during
each complete stress cycle. Specimens subjected
to cycles of stress below the fatigue limit can dis-
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sipate an unlimited quantity of energy as heat
without any damage.

“When a solid is subjected to a periodic force,
the damping capacity prevents the amplitude of
vibration from becoming infinite when the fre-
quency of the applied force approaches a natural

tion are great or small according to the material
of which the blades are made. It is stated by
experts that the endurance of the blades de-
pends far more on the damping capacity of the
material than on its fatigue strength.”

Damping capacity has been expressed numer-

frequency of the solid. Damping capacity is of
considerable importance in certain branches of
engineering and, consistent with other prop-
erties, it is generally agreed that materials of
high damping capacity are superior to those of
low damping capacity. Take, for example, the
Under certain circum-
stances these are subject to resonant vibrations,
the amplitude of which depends essentially on
the damping properties of the materials of con-
The same thing applies with special
force to the blades of aeroplane propellers which
are liable to vibrate violently at certain critical
speeds of rotation. The amplitudes of vibra-

wings of aeroplanes.

struction.

ically in wvarious

of this factor.

or AW/ 2W.

Ways.

Table 2—&. Damping capacity—Ilogarithmic decrements (8) for internal friction in solids

Greenhill and Kimball
(ref. 2-29, 2-33) have used logarithmic decrement
(8), and Kimball has summarized various formulas
used by different investigators for determination
Briefly, if AW is the energy dis-
sipated per cycle of vibration, and W the maxi-
mum energy of the cycle, the ratio AW/W, called
the “specific energy loss” or the “damping ca-
pacity,” gives a measure of the damping charac-
teristics of the material.
ment & is equal to one-half the damping capacity,

The logarithmic decre-

Values of the logarithmic decrement § for wood
and a few other materials are given in table 2-5.

. Stress- Loga-
Investigator Material Method percent of | rithmie
maximum | decrement
Forest Produects Laboratory____.__ Wood-—Parallel laminated bireh_. _.___._. .. .| Compression____ 84 | 0.002
_____ o Lo TR NSRS FRURIRUUY s [« S 88 . 012
_____ e Lo TSRO RPRUNPRS RN RN ISR o [+ S 93 . 063
_____ do it iiemeee— oV Flexure . . . 073
Do e~ Staypak—TYellow bireh___________________._ Compression. . __ 26 . 0013
_____ s (o SR RNIPNPIU IR s { o S 89 . 0465
_____ 5 3o TS FRVRURIRY ¢ |« S 92 . 1435
_____ do e i Flexure_ ... . 128
Do . Compreg— Yellow birch, high-impact type..__| Compression_. .. 83 L 173
_____ s s ST RO RN PRSP « T+ DU 89 . 232
..... do- o e\ Flexure_ .. . 238
Do e Compreg—Yellow birch, low-impact type_____ Compression. __ _ 74 . 045
..... o L SOOI SRS ¢ {2 S &7 . 157
_____ do o emcmmmmmmmee|— O 90 172
_____ dOe e eeieeeeeeb Flexure . | . 108
Do e Compreg—Maple_ ___ o memmee—- Compression____ 89 . 0002
_____ s [ SRR JPEPPIUY s |+ SN 94 . 149
_____ do e do L 93 . 218
_____ A0 e e e e e ) Flexure . . . 121
_____ o e TP RIPRUEIUUURPE FRPVUPIPEY - | S S . 239
CGreenhill {Ref. 2-29) __ _ ________ Wood—=Sitka spriee . - o oo eae Flexure_ . ______ e . 035
_____ A0 e eieemeeceeeeeeeeee— | ToTsion . ool _L . 0521
Kimball and Lovell_____________ Wood—Maple_ _ _ o aeceeao-- Revolving defl. |________ . 021
(Ref. 2-33). rods.
Nickelateel . .. o o e eecmal oo s o TR PO . 0023
Mild steel - - e meee e do oo . 0049
F-RATE 7130108 ¢+ DI PRERY (s [« TR . 0034
Niekel o o o e do. o __|oo__.___. . 0032
Celluloid . - o oo e e do o ___._|eoo_____ . 0450
A Gemant__ _ ________ . __aa Wood . o i Flexure_ _______|-______ . 027
W. Jackson (Ref, 2-33) .- ___.___ Nickel steel . e e do__ . . 0017
(073153 023 SR U Rt do_________|.______. . 0032
19
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Data other than those from Greenhill and the
Forest Products Laboratory are from g compila-
tion included in reference 2-33.

Greenhill (ref. 2-29) found that the effect of
increasing the moisture content of wood is to in-
crease its damping capacity, the relation being
practically linear within the range of 8 to19
percent moisture content examined.

Upon removal of stress, full recovery of strain
does not take place in most materials even though
the stress imposed may be less than that corre-
sponding to the apparent elastic limit of the ma-
terial. Tests at the Forest Products Laboratory
have shown that, with a compression load applied
repeatedly to a specimen of papreg, the set or
permanent deformation was increased, but the
amount of set added for each load cycle diminished.
A straight-line relationship was found when sc-
cumulative permanent set was plotted on an
arithmetical scale against the number of load
cycles plotted on a logarithmic scale. 1t was
found that the higher the load, the greater was
the permanent set after the first and all succeeding
load cycles. -

2.1. Basic Strength and Elastic Properties of
Wood

2.10. Desien Varuges, TaBLES 2-6 AND 2-7.
Strength properties of various species for use in
calculating the strength of aircraft elements are
presented in tables 2-6 and 2-7. Their applica-
bility to the purpose is considered to have been
substantiated by experience. The assumptions
{see footnotes to tables 26 and 2-7) made in
deriving the values in tables 2-6 and 2-7 from the
results of standard tests (sec. 2.12) have been
reexamined in the light of recent data with respect
to the distribution of strength values in wood for
aircraft construction and the moisture content of
airplane parts, together with data relating to
“duration of stress” in order to clarify the basis
of design (ref. 2—-12, 2-13).

The values in table 2-6 are based on a moisture
content of 15 percent and are considered applicable
for design of structural parts of aircraft that are
to be used In the continental United States.
Values 1n table 2-7 are based on a moisture con-
tent of 20 percent and should be used for design
of structural parts of aircraft to be used under
tropical conditions where high relative humidity,
approximately 90 percent or over, is prevalent

20

for long periods of time, or more or less con-
tinuously,

When tests of physical properties are made on
additional species or on specially selected wood
the results may be made comparable to those in
tables 2-6 and 2-7 by adjusting them to 15 or 20
percent moisture content. respectively, in accord-
ance with table 2-2, together with the appropriate
use of the factors described in the footnotes to
tables 2—6 and 2-7.

For notes on acceptable procedures for static
tests and the correction of test results, see sections
2.12 and 3.01.

2.100. Supplemental notes. _

2.1000. Compression perpendicular to grain.
Wood does not exhibit a definite ultimate strength
in compression perpendicular to the grain, par-
ticularly when the load is applied over only a part
of the surface, as it is by fittings. Bevond the
proportional limit the load continues to increase
slowly until the deformation becomes several
times as great as at the proportional limit and the -
crushing is so severe as to damage the wood
seriously In other properties. A “probability”
factor was applied to average values of stress at
proportional limit to take account of variability,
and the result was increased by 50 percent to get
design values comparable to those for bending,
compression parallel to grain, and shear as shown
in tables 2-6 and 2-7.

2.1001. Compression parallel to grain. Avail-
able data indicate that the proportional limit
for hardwoods is about 75 percent and for soft-
woods about 80 percent of the maximum crushing
strength. Accordingly, design values for fiber
stress at proportional limit were obtained by multi-
plying maximum crushing-strength values by a
factor of 0.75 for hardwoods and 0.80 for soft-
woods, and adjusting for a difference in the factors
for the “rate and duration of load.”

2.11. Nores oN THE UsE oF VALUEs 1N TaBLES
2-6 AND 2-7. .

2.110. Relation of design values in tables 2-6 and
2-7 to slope of grain. The values given in tables
2—6 and 2-7 apply for grain slopes as steep as the
following: '

{(a) For compression parallel to grain—1 in 12.
(b) For bending and for tension parallel to
grain—1 in 15.

When material is used in which the steepest
grain slope is steeper than the above limits, the
design values of tables 2-6 and 2-7 must be
reduced according to the percentages in table 2-8.



144
153
0FE
nys

018

01
Wt

it

0L

U¥e
Wr

041
(8§

4N
ey

{n

(L")

“tadaind
qrEunng

B

in.t

L]
[J12)
0k
05y

R T
we'

—

ore'r
2
OFL
LH

iy

“aantidnu jo

sn[npoul o) [8Nba st Taywl Utedd 01 [(a([vawd glSuaIls ToTSUR T,

2L

Mzl
0LL
i

“TIT°C U0lldas aag

08
i
HiR
Wl
(HA

g
[

5L

i

(1) [{4]

a0

RIICHTTRYS
Jey-ouo

07 |[ud
YL - PR i
Pt o
TRuanhag
pRof s
sepupany [

(")
apaE o
[gedud
1Aty

[BE]}

]
ms’
[T

-

DLL'T

:

[E)
[{J4]

— -

0881
HE'1
04T
0821
me's

ol

[t
I
(114
O

— -

g ‘1
R
186
0z1
oBe

—

0L
[V

1
1

()

¢ Ui 0]
[geand
§jauda)s
Jupieoyg

[174]]

[T |
AN
068

NLd

174 x4
(5

usL'l
086

0Le't
oot 't

[t 3

{431

[IHE
(IR
(£

088
0RE T
OkL
R
e 'l

[ 3
150

0id
_ w -_‘5.

(D

(£ 0}
IRL LR
BN
-uacland
oS
-saad Loy

ol 't UHR 7 [}
gy nig’y 1
onp'y 07g ' 'L
W 'p ({133 z8
R P ORE 8701
MY 0pe ¢ 0°pl
({1 066 'g [N
0% 9 0By ¥ Lg1
10g ‘¢ W6'g 68
1079 OEE ¥ PL
e ‘e (I3 FEL
000 't 008G [IFA
(0K 'G Ry e 6L
0z ‘L B0y R[4
e 's 081"y L6l
e 'y WE Lzl
0o 'k H'e E'L
me's 460 ¥ L
g ‘4 069 't 981
[ 0R1E 141
GOy 00 'F 2l
(TR ORL Y 3 ¥l
08 ‘¢ %95 g
1 ‘g Mz'y 6kl
'k e s 7

R R ‘1 Mo

A3k g
(z1) () [{i19)
d2
™) (1)
o1 [ 9 HWIT pwoj
.ra_w_____.ﬂ“wu [eio] LETRCEX
d ‘_:.:f,: -sodozd | -pxuun 03
U U S80S | HIO Ay
' Sl

nsz 'l 004 'R 'y 1L 0'F
k'l vyl e s 14 Ty
0601 (TN 006 ¢ 1) nF
P [T} g 02 PG
ove'l 0z 11 007 "¢ 66 z'g
ase 'l 08 'T1 00F *L 68 4F
09 'T [T{I A oK ¥'6 8%
068 1 007 "6 [ 00y ‘L ] [
066 ool '8 006 ‘P T oe
0L8'1 one "1 DOR 'Y R'¥F §g
00z ‘1 T} g e u'g |
0181 001 81 06 0l [(N1] F'y
Mg I (LN g 'y Y 1y
ORL ‘L (LHI] K8 U rL
DI8°T [N ] [ Ry
i (H3 " [ULIR] 46 3
o't (L 'L o 'p 6 68
oIt ong Il [CEAN 'L Le
AT 000 ‘ST 000 'L g8 LRt
(1] 3o | 008 ‘01 gy b £y
088 “{ 00R ‘11 VLR 66 ]
O8F 'L e 81 806"y 0TI 19
07z oL ‘2 e 'y £'8 40
[LiT 002 81 {11 al 1
ol g ‘e R 0y
..- T RS m_:uuhu:__ FUESS RN
(6} (8} 03} (2) %)
. i) [1EY]
7) ("9.4r) PO oy, | RS
¢+ A0 FEETRE] [RHE ] o
-SU[@ Jo ~tuajo | -aodoad
SNUPORA |SNpe | yBSSANS [T T T T T
NG § U A UD AL SHOIS
SUAULIP UD PAstq
- oy pLed Li1p
A 0 a1
Bupuag opg waed] 2auyupyg

RE
g€

G

oE

o
o
13
11

(i1
ot
%

o
gt

8g

g
g
RE
RE
£F

U
Adngsour
ekl
gL )e
AR AL

HNBY JO B JB BIJOUI00] IF

B8’ {2 o1 o (v
<peg woapuaporyyy repdod-mopo x
w ' S sumBu,) qou(y Inunay
E e T {(aen bo peRAiAT) J0jea foradn T,

iF’ | (sppoptapis
- LAY s Ag

8% |- A o (Vny
-ponafye anguimnndiy) wndpoong
o’ (11 {#hoad via02t) F) RIDJ

i L1 A o1 (dds susimngy)
POE DU DA [RIDIDUINIDD 'HUO
i Ry T (wnaniorns 199§) avEnE dugy
HiN 1§’ (N ULDYIDE 2377} TRA[IS fo(du gy
9% 5’ o Cdds npuapeg) fuedoyrpy

By £G* TTTTTTTTmmTmmToeme {pio/rpipel
pyoufnyy) wknnog  ‘vioudag

2t [N (32
-ponapuasd DRIGoLE Y RN 1SN0

&y’ i 2 u ("ddevfoyyr)
(Srvdoquu uvoyy ) eAugy

1L [ TTroroonrrTommommmny o (eldds
DLONE]) (SORROYOLY B1Y) AI0YDIT
oD m’ TTTTT (MRNNLOYE B ) §0 5]
e (A {PHDOLLINLY SR ) LY o]

6e’ [ (Raplogap
snprdo ) wWMSeI  ‘poomno)je)
i £9° TR 10438 SRUNL] )} Horv[q ‘ALe)
"S- - R zour (el s pgagry yanigg
BG* [N = (raafrfdad vpepspy sodwd yoarg
fg fil _ (DY RD)DOIN DIRPET ) BASULY DAL

09" 19 LT (mriof
SHpundd gN6RT) ULy ‘youdgg
g’ 0¥’ (D) DIRE ) UBDLINIY “POOMSSU§{

m’ &’ LT o (Cdds
! FRULFDLT) OVTIAL [HIDIOEOD ‘(5 Y
8]F°0 £09°0 LT T SNATOLE ) HONf 'YsY

(sm10a45
WAAVAT-UVYONT) ETOOATAYIT
§%] @ 49]
A
ST Wi unwmﬁ
-H
FHUBLL | RILURUY
£1p usr0 PUR HOWIW0 1 pooa Jo sopoadg

uya jyioa pirg
MUTHOA THO Pasye)
Apavid ogjroodg

(21qv7 sy} ut sanjua 2y ‘fo ssn puv “of BISDQ a4} 0] 2a1W]PL SUOHDUV)LES Lof [['F PuL) 0] g Suepwas
33%) SAIVIG PAJINS) IDIBUIINGS oyt wy asn o) fvaoan fo ubisap up pasn aq 07 ‘Tusruod aunjsiownt Jjuniad ¢ wo pPasvg ‘Spoom srotna fo sanjoa y)usgg—9-g s1quy,

21

939770°—51— -

S BT RS SRS B U B T BT S N SRS T |

1l



£
=3
T
Wl g
2.
[=]
uyl w
1313 b
=]
oLl ®
' T
=
oIl =
=
g
091 5
Gl H
:_w_ Mﬂ
i 3
&
OFl Jis
(
o
({121 o
<
051 g
z
=%
oet 7
.......... =4
ol .nm_
4LiT) fay
| 2
Cowm
112} | b4
g
0B 2
k=)
3
OF1 1=
.m @ .HN m
(L) [Ty}
(2.1} »
unng o :A ._m: )
o dugnagp | e 03
“Uadgod | IHIGaI
iUy | WIELa
UOpsLid g,

uly | v6L org o 'g (U1 u [ 00 01 GUL°Y 69 0'p 52 op- 1 T e n(r wrpuosan) spdinamy
VYF) PAOLIG a0 Iepad-alig Ay
06T 00L 1193 00t ' G rd 0% 064 OO 006 ' LF 12 [£4 (i e’ o {Pnuyuapidio
DENGL ) ULONION  “HPad-0)j([ {4
653 [E% 3 DGy 00¥ 'y olf 't () ogE't L '8 001°¢ z'8 Ly i1 [ aF T (wenmd paoky) eljys ‘oonadg
09 068 vy 00 'y 09°g i joeet OUE '8 009 °g 8L 8t o2 0" i TUTTTT T (magna 9201 L) pad taonadg
Lk 066 OFL 00 'y 0Li g L'8 [FRSHA U g ‘¢ 4L FA 8 [ |12 u i
-UIYIRE DY) vYNG ‘oonadg
oty 034 1121 00z 'y ul'g 0y 096 1, I 00k ‘P 0¢ | €2 [t |22 TTrmnTmens (o2
i Binyp) wIaSaz aepiopoyr
09g L Qug Ky 'y ok 'y L4 LA 008 '8 000 FL ¥ -4 BE' [ A (w0
~HOTL $UUR ) STIM UIDFSIAY ‘0Ll
og 0gs 08y Kb o'z ¢g 0z0 "1 (g L Lf 4g 6% 9z - 88" T (L] B £ ) SUENS UL
olg 026 ugw 0y 'y 143 2 Lg (o [IEN1]] Ui *L L 3 25 9K g 7T T (ueotgsas snuif) pod foupg
ary a0 uyL VA U e Ty 0201 U ‘g 000 £y 6¢ A ¥ N “{Lsosspuod snug ) Bsoapuod ol g
g 0¥2 02y L 0902 [ 3] LI | V4 TR 004 'y (! [ L1 bE” A STt (eng
S04 BRULT) S m UA0ISBY o g
OrY [URN] 091 ] 4] ] 08L 'y 8L (G | 006 1L 00 '9 ig TF g £ [ A R (ryp2
SWap1aI0 IRT) UEDISAAN  LiodvT
oy 092 {113 00y ‘¢ 9% [V LTI 000 'g [ £ 14 e’ LN (sua.L1n32p §N1PID
i SOQT) BIUIOJI[BD  F1BPAR-0sudGUT
Ok 0v8 neL 004 g 080 'f £L [V L 011 00z ‘9 6L £F og 0F" @ Tt af{epdyd
) 04373y DONEL) BID1SO AL ‘NIO[ISEH
[} o5t 059 (MF P 03z g 9 041°) 00 'g e’y 04 2t 9z e [ TTTTTTT(4000u00 §3017) 90 M UL
L1 13 oty UK 'F 068 Ly {14} 0of ‘8 000G 0°uf 2P 1z BES [ (srppqowen &2)4y7) aproed 'ug
0st 58 002 JEN 0ot 't 08 Gk T a0g ‘6 0093 €8 2°F B 9 2§ T T u(enigen s21) DJqoU g
(14 068 [U:1) Gy UgF e [ [irA | oK '6 004 62 [ 7 4 BE” aF" T TTTTTrmreneet fin
SGvwe sngy) pad spao)uy ‘g
.............. Tl oeL 00y “p 06t ‘B IR N 1] A | 000 g 006 ¥ TTITTTTTyTTTT O se 8E" £ T e g (U} ay-serdnocy
ny 040 0G0"1 (ITTRY 02y 18 0% '1 C08°0T | 006'S B 0g £e g5 [ o uloyofirny vong
-jopnasg) {[uwidou} l1jj-sejEnoc
0FG 08 o018 0pLe (112 1701 0821 006 '8 004G 09 BT 1E L [ A T {Rieuajuy ot
sptodfznwnyn) exsE]Y “aEpen
Loig 0¥8 Ord 00%'g 020 ¥ Lt oFg T 00978 006 Z9 g 43 £F0 :1 VI R 1%/
NS VEd et |1ed 1d i o recd R BRI | I | quadiag FIN -8ty wngporog) sssadLopreg
2od qgpup | poott 2d g7
ﬁ (SUFIINGD) BIOOMIIOS
wn ) &n zn an on ® () €3] {6) () (9] [64] (2) mn
s, (1) *an) : £ POy
sy waido | ot | peor | om | e | i | e -xad win | ¢ 230
::..ﬁ.:_:c ) (420 w:: ,.,::u JGEVE ST LT PR T U R I YT ETLTH L vatuoa | AL AV
ap e Laad ogft ¥ MelE o v :..:_.:A -dtkJoad HLO) | sk J0 -ding Jo ~fendoul cu.h .._. .
:u:_._\h.__i.c ¥ .__ ._”.:_._ } FIHTRTEN o U SSaNS | qIog [ STUpORy Psupnpogy | e ssengs T B r.__.ww“wm Tt T ) SIWIUU |EI0R)0OQ
paque) 09 ___,__a_:..g F.,_m RUNITRRY BUW 49414 FOIVER | U00ad LAt FUsIS 3 m.~ o £1p 190 PUR HOWIWIG [ Puos JO soj0adg
i A uuls -Up 0 paseq :
ol | Busis |, il -- moiihuoa! K | VI ot Eon s
ST i o) . -UsA0 0] UDGLE y PR
R i 1 Peied topsaadwoy Aupuoq ajng wolj oms_ Uy Ay1au13 opgaadg

238) s}

pontpon—(@pwy sy u songoa oy) fo osn pun “iof s1spq 9y) 0 aatpryas suorpuv)dia LOf T3 pup (g Suoites

X ) Y _3 .

i

1

PAIRL) JOJUauLuo 2y} up osn wof jfvaonn fo wbisap wr posn 9q 0) \‘puajuoe smisiow passd ¢ uo posng ‘speom suouwa fo sonpna wibus.G— G-z 919 g,

Yy 3 3 2 3 -J -3 -1

)



~aoqaf yranare ‘serdod (L1-g-NV) avpdod-ao[ak fsedneg) yeaane Yy

(I-A-N¥)—Jy-sei@no(] (pIj1g 110J YRDNE IBPAS (ZA-0~NV)—PH0ji0 110 ‘IEpOI-0I14 AL (Sowued
Fupmoqioy 01} Japun suouoyads [EajNeUOLY-£ABN-L1IY o] Of puno) aq jii4 sapads osau,T, o

“(purngaa

b)) Ane mo[ak pue ‘(soyayd "f) o molm ‘(otpofanpoind f) yro paa dueas (pifitn H) o 0jam

rpofann] ")) AR PUNRE UGRE S Y YR PO UINPINIOG HRINZL0G 'Y ) 480 DA WERLION S(upas ) jen
Jsodk '(Enugad o) qve amsagd disms (odiodessvme “fy) YN0 g (DG (H) YBO MM SOPRJRLL g
SRIODUNY [TITU8)) UI04] (NI A[UO SIPHIDUT

S(wgnan Fry Kaoang qanddugs pus (wagnid
17) Ao nudpd (g Cpr) A10%01Y JRUIERIOUT f(DS03uIdN) TF)) AIAON] RATYYS SOPNIE]T gy

" yaup aad SBUL JO 20U Panhal ag) uey) §5 )i 10 AnAa

ay s pagriursnd wnteguL oy Moy [T Suipip Lo JokEm sao0is 01 107 SKHEINAT RIS 16

PONIH] W sapads 20030 10) SONLEA [IT PUB ‘L] PUB ‘ST ‘Bl ‘01 ‘9 '¢ STNUNUD W SonRA  (pI-2 AUDINI

Pt g oikong sas) aun dad s3ge pue Aaead ogoods patiniisnd winugopa a0y suopjtogoads o
0F FUJUIIOJUOD [FRIIRTL UG POST 0AF §T PUN 'ZT 'T1 %6 ‘8 *L ‘F '3 SULINO0 uy Sp00ds asony) 0] SORJUA 5
(D21} g ) YOG MO[[04 PUB (njua] g Y YO JO0MS SAPAUY 1

r(upupnbivipynb
‘) Use emjq puw ‘(mmperous) paupapfsunad T ) Ys8 WG (DUDILAND WF) USU 91IM SOpPNBU] g
TJUDIUGD BIISIOUW 300K ¢ I3 SON{BA BiVIDAT AU JINY-0K10 QI8 L] HANDIOD V| SATUBA 4

"1n300 o $30p Jeays Aq omjwy pue padopaa

P 300 811G S Bupaeanys 938t 2y Jey) pauspiodoad o8 21w SUIRKY X0Q UG 1 BOLA PAUTT)IE a

MAAIE VY LA WU pUR 01382 010 M-y RU0a1s WX o) SUcpiuuop) Supaves fu

BI04 TS SOSEM1S [0 UONNGLISIP 013 UWodn 90U UL B[GRI0AE) 613 JO OSITDN]E T8U] LAOUS DA SISO,

SANUNA 20] SO][R O] (F FEUI00f 308) 100ty WANpgeqoxd | u Aq sonjua afnaeae Juddpmu £q potne
-QO dda A, IURS JuUIpNYIEYoE o) eautgsisal Sjndwes u osn _E.wzw BHIN[0OD 1Y} UL ST RA ¢

‘sanina udisap 104 o) Juddsnd Oy A posLaIdU| SUAL (F 9)0H)00) 008)

J0%ary :m:__a...z.:a: opeLadoadedt ayg £q pagspour ‘ssons g eivplodoid a3010at 01y} pue ‘pouinssy

SBAL (0| J0 a0 | BUof 10 uepmang pae SE... € ‘g1 U180 by sonjua Fuwinomo up  sapzradoad xoygo

U} AJSN0LI0E BOOA 81 D5UULED 6] ST 013498 0§ 8} uysnao o) paw (p-z "2y 908) g [wuoiedoxd ay

18 58 QUL SU SILUTY RAALS SATHGOD UGHTULIORD 8yl [11UN A[MO[S 0SL0IOG] 0 SHMUIIUGD prof oy} RLHI

{euopaodosd sy puofagy  -sSUTYY 1o se ‘oarpans ays Jo Juod u Ajue 1940 parpdda 51 puof ay) uaym Apae
-nand fupral 07 eppoypumlaod uojssoriuos GY )T US 3 BRI 01IUYDD T FYIYXa 10U $I0] POOAL ¢

THHG0'1 K19t f5a070%) | RO JO GOMBIRD pue ejul, ayj Jo )Rl 8y3 Ag pur ‘SIGHU0D o] ') pue

SPODMERITY G0] €20 K¢ ULINOD JXaU 917 U YIFURHS FINYSNID BENIXOLT Jo sanfeA oY) Surkdyynm £q
PAURIG0 0aaa Uywad 61 |afjrind wopssaaduwios up iy ruopaedoad 3T ssans Joqy 10) san[ea udisoc] g

GHPH 10 g/t S8 U] 0q ABLI 4 UIBaq

47 JO RIXT 01) 0] 0F 1% Winad oyg M poomA|d Jo sp qam ou J1 CCFIST 10 Qf15r se uoqe) oq Avul g)

JO AT [BA By ‘sqam poosA|d swos Uy s ojarayy Jematpuadsad pue [qped 1o ‘wtaq oy jo SIX® N[ 07

torpered qas og) Jo s oyl swyg Wwdq x0q 49 1 SJT O[GRT 94) UL UdALE 8B 257 JO 500 A B1[} 01 Jusaltad

01 Jwppu Lq poupgo o Avar 1y jo SONRA  vdys Uy A prEd Jo snjapour ey ‘g pun ‘Suypuaq ur

ESIENE T JO STUTIPOLE 3Mk1] LY 157 $AA[DATI] B[HTII0) S{L], TPISN 3 PINOUS (§9-F 04 081 "0 10y sorp

"NUHOIDY A0f 801|UWIOY) AI0S[ADY [BUOTIRN ©OS) SUOYRULIDOD JBYS JUNOIIE OJU] SaXB) JHY) BIOUILI

Ly Yy T LY Y o)

ouy ‘suwds q10qs o] Lpepnapiaed ‘Sirgag x0q pup T jo SU0IOMGIP Jo UopTNdUL0D S} UL SSOUIORXS 30,0
“IOLID {[UWIS TG LA IEUN] A1RUPIo Jo Suiedg o 1o1300aP 01} 9ALT f[1M SR[AULIOJ [RNSIE 4 W 2 JO
SOH[RA DSIUT O DSH D], CFEBFoLJL =75 CIIKILEO} OY] 1] J0ILIDD DE|] Y8 PBOE 74 uedS YOUI-p) ¥ U0 SUINY
YBuL-[ &¢ -[ 10 unds (OURRE B UG SWIRa (U7 Aq 2 JO §150} Wiod) sNUSAr Jupnyrsqns Lgq paureqo
S8 {*a) A1nse@ Jo supnpow Judavdde a3TI6AR 01) U0 PISt 218 § IKN[0D uf udald senujBA LY, ¢

(N1 T S ARSI S R A

Rl

guad of pajeand avoyg
RHL]

00°1 18" feuogackdoul ju ssons daqig o aepojpuadaad uopssexduton
L0l 16" U Fgsam winunxey T upad o) pgend uopssauxliog)
Bt L
L1 Mouro0] 93g)  jruopodosd Ju g8as Tl T wead o pypemd uossaadutery
[Hi] W T CANLISER Jo stnpopy T i paay 9w g
01 E i TTTTT T odoep g o suppo g oo TTTmTrmmees Auypuay onvlg
ey
G0t 68U [euonzodod ju ssou)s Jaqrd o Aujpuay oywlg
dogong J0p0,0 Apsados g
o0 Jo  Aprquotd,,
NONIMRT
pan g,

1040 Sop)ikoad [READS D17 10) PASN SIIAB]  CPEO] JO UGHEIBP PUE
Q181 A( PIIATENN 3G OF PAURSSE 2 JEBYS o] pue upesd o) senopuddod woyssoaduiog 1o) ‘Sumpuag
WIS UE AJEIFISED JO SNEIPOIT 0] BOD[A (-7 A W) B)ER) SPIKING ¢ JO WOIIRND € pHIU SPUDIDS
£ JO MUy Fupmef B 03 aea SR [euopaedoad Jof 05053 o)1 ‘SPU0Is ¢ Jo W6j18Inp 8 pun pucass
T3¢ ety Swypuol ¥ o) afquachdr 050U} 0 SMRINNN 0] SI0JT)  PRO] JO UOjEInp puw 9BI, B,
"[LEE 0 POOKIXD B0 PINGM [RLEY R DPRT-OHT Jo JURInd g7 HUEY IO YOI YOG M MO[I ‘SuBat
aarudsol oy Jo sodequaasad su pogsarIxe sonfeA (A0S juasoudal £0p) ‘s) Juyg) fJuoased og Jo qungy
OISR Ut g Apaador] gora ) PauIigop s saojory  “(¢1-g "Ja.L ‘z pue | 's3g) §9a1na Lonsnb
-0d] darUURD 9isocdimong wo pasng s Joyony AANpyRgod | ot 931AMOS UI JJRIDNE 0] SUCH)PHOD
ugpro] PIFEUINSD J6 TV MY J0] MDY 0] DT, PRO JO UDHRIND PUE wuL B (2) pus ‘puom Jo Aung
BLIRA 10§ MOJT 07 JoPo1y  AYpgenoad ¥ (1) isinon) osg £q paulyiou pug (1 9101100 00S) JU9)U0D
aInyseur JUI0AK G 0 palsnfpe SatHUA UL SHIMUIS 018 $T PUE ‘C] ‘2T ‘6 B ‘£ SULLN[OD U] SAN{BA ALY, §
el adxe Aq prubinsqns Sud st PIDPISEOD St sangea 9591) jo Lypqragdde panupttos
YL, MR ) JO se suenuoiadls (enneuony-£avf-Auy apguydds o1 3uipuodsoaes ‘Bl oung
‘BI-DNV J0 £ 21 0) Ul PAsy 95047 dur £314v43 2y oads pagjiiiuad UL WIUTWI 10 € WLLN[OD U} SON{BA ¢
TPOYIIULIAd W LI Gy ) MO0 (el
B FUEPNOXS IOYIIA 'SOFRINAR $a10ad$ [RIBI0D 818 7 ULUN{O U] SAN[BA *DANGT PAYS)| DSOUI LT 1M([}0
§00ds o "g UWN{od 1y pajsi] £3 ‘SAeads qoro 1) potiiunmd BInmnuur o} usy) 10juats 10 of 1cnba
A314%33 Y1908 £ Ful ARY [RLOBEE T0] SHFNRAT DI IRPRAD MM PAngIQ) BT P ‘eonids ey iy ‘Hoojiuoy
WIRS9L, Ty Bfcon “W-sufdnug[ ‘gdod-wofak ‘witid)ooms ‘Sundoyuu vy ‘yauq 10) Z Wuno wsangey ¢
QI UOT1A08 DU L7
Aq®Y 995 SHONIPTOD MOKI0I) WPUR PIST BY O] PYRIMIT JO UMSIp J0g  ZI-§ POUMAII L( UMIIPIOD
SIAIDS DOIDAUINA A RULI0N ¥ SU PRI URIRGNS Sua anjwa Siy,],  savad Aunin o) s;vlg panin ey
102 0U7 U 951 10] FIIDLT PO JO UFISIP UL PasKL UDDG §Bif Juantd 6T JO oNLA JUIJLOT DIAN)SIOUL Y

"y -1 X Y -3 ¥ ¥ ¥V ¥ ) __3

23



A 3 [125 cE. U6k 004 0202 8 0011 004 ‘9 009 ¢ 1L (14 0f 8e" [ AN gt g1 (Daaftd
m -yny uodpuapoyiyy) mepdod-moyax
BOE =4 (A (it )y iy &Rl 0oLt | ooe'y 1L g 6g Z5 9g° T (pafpu sumptug) youly nuje gy
il g {12 0 1 Us% K0 ¥ k3 Bl 18 i ¥ 9L (A o N o5’ “7 (wagponby DERANTY 1918a topBUnL,
(%3 2 (] [LEIN] (1] ('S, ([ 4 KL (W), 008'g 9L By qe 6% I N (s1poquappoon
m Shuwmipl ) UEIIUY  0l0wBIAg
Wiz @ 0Ly (C1TH (4] 0 ool 006 '8 008 'y 66 FAH q¢ 8" 2 S o {(vnyf
m., 0L JQuoptnby ) mndjeamg
& ur 'l [N 6zg 1 006 ' (-4 3 £k 0FE I oon L 006y 6'8 6 ur T #0° STreTem Tt (uwged MpONE) UBdAg
AT g 6e1'l v 011y 0L "¢ 000 g Izl 062 ‘L 000 ‘0L 008 ‘G ¥'8 8% S Al 69" [t o ("dds snosendy)
3 pal pus a)ys [BEIDUHEL0D ‘N
- " 01y gl 1A 104 p 113 23 £l 0511 00F ‘11 006 'y §'6 6'F 12 09" 80" T (mnavyaand 1a0)) dedns ‘odu
e 3 059 001 L oul e U817 ool b w8y WL'e (A 0¢ 153 1 - T(wrnupayng 4217) Boaps ‘opdelyg
£l % (174 0511 - | uErd sy uzy 'L yR 0ze 't ool | o0ty gy ¢t e 98- 28" T (dds ppuvprng) Ausdoyep
9zE - 0zy 061 Wi [ 05t ¢pl [T wiz'8 (NG ¥ 99 ¥g g 8- 5 I A (poy1punid
= mpoubopy) WAIN0G  ‘CHoUdBTy
[AT - 01yl OFL°1 00’z (2 iy £Y1 opL'l 0Lyl 0wt ' 60 [ 37 o ¥ | P (upawon
. -opuasd MupGoyr) YoTIq “ISNIog
B 0zy [IGTN] ore't e 'y 1A % g1t 004 '8 000 4 8°q 'y ot 2" - R o ("dds vhivyyp)
. (Auvdoymm  wedpyy,) wlugy
o . 2l [N [TVIPRH ("4 N (A ey L 009 ‘gl 008 g M1 kL i BL” 17> A ettt n ((dds
Ve 1) (80110391 81L1Y) AI04OTIT
.......... iz ' [E2 T 00K P OR1 ' 461 08171 2 'T1 o g '8 8F 44 w- 99" T (meouLoy) §Ru) ) HO0L CREG(
808 [T ()] 00y g 0Ly g [ A M 0088 LK P 56 ¥ g [ e | st (wuw
-jAD FAULYG) WUDLIDULY  UEYG[
0Lz 0 09 e W6 '8 ‘e gL 0201 00e'y 00p ‘g Z'6 8'e 62 (it 4 A R (sapioqap
R gnmdo ) wavlswqg  fPoosMu0dio)
182 {7 eI {1120 3 0'g £l 0Fg "1 0or ‘6 008 %y [ Le 08 8P " £’ " (DUOLIE SNAURL) LY ‘KLY
1114 T 4} g 'y uge s A 0up 1 00811 009 ¢ 88 B'G 44 BS* 1! A R "o w (dde vynpgs) yoarg
Tt et 0y kK i g wl'g Ul 0811 001 '8 002 g 48 £D B W 09 “ (paafraidod vpnpg) doded ‘yourg
vl {131) bEh 1] R (N 8" [ g 1 {HH) '8 004 ‘¥ 66 g0 e £g’ i “(puvysUIn0a T BRI ) BRSBLY ‘YdUIH
Lo (6 uzeE 'l alo | ane g 00 ' [ [CH A UV H| 00k ' 0Ll L'y 43 09" 87 TTTrTommmTomTEmmmTeTmTt o (vrpof
-puvsd §nbog) UBINGY ‘YOI
vt 1114 0z% 1133 (04 'g (i ¥ 1901 [IE ] o 'e £°8 '8 jd ge° o Tt T (g
' -0 BRLE) UBDIGIIY ‘pOOmsseq
%ot 0501 13 oL ’r 8 v UGE '8 97F1 o1e’l 001 '11 006 ' 2L 9P TF 99" [AtM o (dds
. SRUITDLT ) 014 {B[DISIIUIOS ‘YSY
0z o1 0c6 049 001’8 o™iz (13| 060 T 008 "2 00F ‘g 8L 0¢ i1 BF 0 ggo [T (p4Bpu snupzodf) Avq 'ysy
T Wi AL S I RO S T R O B R ST I e e A I S~ S A R ” g ™ g B E T g B T
’ dad gp-ug G0 s g (83123 d8
QIAYAT-AVOUU)} STOOMTIYH
(1) (on (e1) (1) (€D (z1) [§§))] Q] ) ) (1) W) () #) ® @ n
(L) n . s (+f} (4) : ¢ DORLIL
g oy | ) A Codd Do |opeop | oo | oy | amn [ 20| upey o vy | € 299
PELH{bIEN URBT 0] | -urep 91 : (£*2.1) 1duans uLar wmn AN01 ain LU0 IR, -H{r +AV
“adgad | e | glegano | () Ty e3F og|t SUIUSII0 .__E_c._.r L "y ._. % -tk Lao _o _o:_ JuE HIN
. L awang | oy qeq | wpord og[EF IS O30 el I 12 tH ] ~odinac aunysgoIu , .
H13ual) 3 - X Junoip . 6 85agE | YI0A [ Sunpo | sunapoy | ju ssoa)s . SULLEH JUOIER)0q
UL v I ETTUNU I I s I A U Tt : v UoLE uay M §11015 uadiad pUB UCILULOD : POos JO sopedg
LD T S — FEE" oy | yyduanys | T g U3 3 usunp uo poseq 0z 18 £1p UBAO ; :
paainbad | dupisoyg .mEE.vc T O EOjIpuoa  £ap WBP A | Uaga J(HleM pus
pis A o e o) <U3A0 07 U3 AUN[0A UG PasBq
Bogso, |, Py _:_E:_;h:w_mm&_::oo Jrpieony dqug uioay eduqUjIYF Apavad opjjoulg

(Bqoy suygr up songba oy ‘fo asn prun ‘aof s1suq oy 0] 0a o sueyanyda sof 118 PRY OF 3 su02709s 9ag) (4eao 40 pussied og fipppuroddd) Appruny sarjngos
Ybry ponacizuod Gugany swophos otdor) vy ovn auf foa0.p fo wlilsop wr posn 9q 0] | oD 2njs10UE U2Ld OF 10 pas1q spoom snoviva fo sanypa yusngy i- g 9jqBL

1

.1

]

- ) -1 __1

JUES DR SRR T SN S S B |

)



25

-9z od8d U0 $9)0100] BOg

o1l (1132 o1l 08¢ o1 (1210 G'L oze't 006 ‘2 o 's 6y 9y o or’ g T si ni{punpuosmoy suvd fravw
|B_..-Qv pioja0 1104 _._.uc,.._u._.-::?...
0z1 (4 oy 088 (1] 2rd DE8 1 Y oy K ¢ 000 Ly | 34 44 (i e" TR T (R puaplase
BEN L) BIBLION IEPIO-DUL A
821 048 ulL by wi'e  toar'z g9 TN 00 ‘9 006 '8 28 Ly (i14 ng’ (1 S A (ponmjt VIokF) APYM ‘andg
ger (17§ 6L ogy o8 ‘e DR ¢! 1] P 0L ‘L o0F ‘¥ 82 8'E 62 ag’ I ST (gl 930k g ) pod foonxdg
161 (3 0ng 08¢ 004 °F [E T4 9L ez 00L "L 1172 4 §L z'r RE ue” I TTn(RPuIgIRg 020k 1) v ‘vanadg
11 (1154 0t o (1334 (53 £e uBs K4 Hg'e 0y (4 k4 e i (pgoasped BENYL ) UINSa AL depaopay
nee (174} 1113 008 '8 1514 (] [C e os 'y 006 e [ (4 Ra R’ 14 AN (vpoarpeon
3..:?: VI UIDESD AL .::_q—
a1 (5 ong 01g o1's 02 g bg li-4)3 000 G 00R'% 9'g 0z 17 [ BE “T(pungpaqeny snig ) avins aulq
el or¢ R Ry N 'Y 006} ' 0L o'l NG ‘R 8% L 9k 23 Ok I (PROMTIERL ENULT ) Pl ‘UL
il [[43 gL - oy ' R T 9y 6 0089 KL'E £ 68 6% ]e” 11N (psasapuod sntigJ) vsorpuod ‘ow g
$er e [181] e e 0F2 % Ly s - 000 ‘9 0098 19 1 9% [ [ - (sngoae
u:az__nmv A WIDsuy .n.:._nm
$51 (RY L6 5} 0oty nig't 13 ug'l os's | 'y 18 F 8e £g” (i (s110Juapizse VOT) UINSaAY Yuawr]
OFL HE 0L (4] (08 ' 0eL's (] (£:4] 006 '0 (Il 2y £°¢ [t A e o T (FURLNIIP FNAPILOGET )
e UILIOJIRD 1epao-osuadt]
v
¥ B 0k 0L, 019 DOE°F 061 % 't 01l 005 ‘6 006 '¢ 6t £°F 0g (1. 1 ulopiyd
W! ' 01272y DONSL ) (XS AN “HOOPUID f|
atl u 08 01 (54 08+ 2 0g oo f 089 008 ‘% 0L e [+4 0g° [/ 2 M (#0j021202 §21917) APUM "1
........ w e 064 0zk 1755 A 69 Wz ' 008 '9 000 '# 0701 g iz BL” 4 (S1QDIUD §21qE7) JoA[IS 2108 "1y
L3 = (4N 062 oy 0L4°% g9 [{J2501 008 ‘2 008 % €8 R 4 82 g [A 2N e (SO 821QF7) QO I
041 .W vy 08 org 0is'z |3 ol 0F L 006 ‘¢ 8L $F uz 8- [ A (eatfpu
[ dour Eaigy) PA1 RPUONND g .
T W, R R ) [V 0ig ‘% o I gL 'y S R Y e N T s a (g A) y-suineg
oer oy g 0L g wer orz s bl el ] LI B4 Y ve A N NG EZ
am . DONEOPAIEF ) {TLICL) Ty-Sn Ene ]
G4t 8 Nk 14} [1}31] (154 90 GLE'T 062 | Oy oy g 44 I’ uy ' (stuapoy joon
= stad Aoapueayy) eSOy aupayy '
9K £ oep oLL OFL 00z ¥ AR 1L o1 006 ‘2 0oL 'p z9 8'¢ €8 e i T{uenyatp uLRpozn g, ) SAAK0p(RE ;
13
=]
® (SUAAINGD) FAOOM LIOE




‘soad yeaoys fepdod (21-J-N V) avpdod-morod fsuidnog) 3eiodn ay

{L-A-NV) Aysuiiiog MO0 1o PURHE UUP0S (21~ )- N V)—DHOL0 H0 Epad-ugiy Ay ssouru
BUEanG[9) D) LIpUll SUGHEDYIDIUS [0 NBUGIRY-£AUN-S WY 913 WL pUloj 5y s sooads asag, g

{vupgngea

“B) yuo amnjfod pue f(sogayd "H) quoe mofrm ‘(eyofrupoivd "H) yuo pot duwruss vy (d) yuo J0ua

SOy ") N0 [T {04Qas TP ) HUO PO LN NOE (8100400 * ) J00 Pl WLHPION (Biogess ' 8) juo
Juudl (nadad ) oqro jougsee digms (eddpouin CH) Uty e 8 e spym sapnjaug g
TUOLUMIY JUAFUL, ) TL0J) [ £)00 SOPUIBUT »

T(Hpean T ) ALuyop paegEugs puy tegod
EY Saoxapg g Sege Aoy IN0ERD0UL S(oveaan 1) K040 JaggRals Sepnpug g

gaug dod sEUL Jo Jagrunia ponlal o) utg) ssop ia o Aavad

D4l [ e W gy A0 I 0 pgase e s sekaads ) ao) SeineAn psted uo

PRI L iU salautds 010 g SONERA I8 DUS 2T PUN ST CEL 0L Y Yy SUNIRED NL SRR T{E]- 2 T pue

g wlotyong ) ey dod s3up pue Lpavad syoads popiiasiad wingigul dop suonuayloads jpuodr o}
JUILLIBELIDD [ULIVPGEE B0 POSta) i @1 Puw ‘g1 11 "G %8 2 1 E SMA0a 1y sapaads 05o1]) J0) Sen[eg g
Sopie CEE) DAY AODE DU (NI C51) GUEY JIaMS Sopniaug g

- T(vupnd tvapond
) Kse ol puv ‘(pupeaoun; vpupepisuuad ) 4se UMD P(LHRILOWD ) st 94 SHLUT ¢
TPUIOD MDGRIGHL UL (7 18 SON[uA-DBRaAn DY) JRE-DUH0 DB L[ VUL Ul SONjUA ¢

ARG UL SHOLE JERES A R[] e Ppadofaaap QoL S]pIBuas Fuliedys

AL oL juyd pouorjlododd o8 0L SR X0 put T UL Dokl gy o )duadgs up Sppigunea

WL pUG 0N JUF AT THHRLEIE M) SHONRILLIORD BUpats Suppiang] uwn) dujjus

=W aEE I JU T BRI 9] Uodl SDUGREU QJGEI0AT) Y1) JU OSNAERM] JUIEE ESOUS YAdL] E)sa ), A

SHYELIEA du) e o) (p 910WI00) wus) dojar)  ARfiqugold,, v A4 sunjea 9deaoas duns e £q poule)
SO BRI SO, RS {BUPEIEN0) 0 200)Es9d BupDduIod uj 950 0] 2% LU0 siy3 WE SUD[EA g

SOIUA UB)sop 908 0 Juontad gy Sy pusBadl sum (F 9JU1700) a33) Jogdv) 830

“qugead,, opvpadoadilu agg £q poy)poi *ssadsgs e (esorilodeld o3visat au) pue ‘paLInsst ses go°T o

JUROB] | PROY O UDHRIND PUE D1, 6] LTUDTOD UE ssnfis s u  csarledosd oo o) A[snouos

POOA SIS 0 ST DA U8 5] U SR T POB (-7 Wnay sas) Jg] jeaoltaedoad o e su juoad

S8 SAILE JULRLDS SOMEODO GOJJRULIOD DG) (Ul S]M003 D5UMOUL 07 SHlUjued prof a1y L] |utop

maodaad oy puesdagl CSIUEY G ST owUns vy jo aud v S 3040 pagddy s peoy oy Lk £1noL)
maud el o) vt puadaod uopsazdueed UE QEed s Riangpn dagop togLixe Jow S} poo s |

LOTHARY | SN SI0TOGE | PUUL O HUPRUILD PRRE R, D1} JO G4 9] g Y SHafluod Jo) gg g pus

SROOMPITY JU) G271 A4 VTG JXOL G i Y)3UGYs HULSIAS WINLLXSLT Jo Sonpes oyd Bupfpdpnmu £q
DAL o dain s ¢ [ajeaed copsseadinad w sl peotaodosd gu ssoss dogQ 10§ sonjua willso(y 4

GURPA 0 GPE] SU UOYG) O AULL £ LB L) O S1NE oY)

) o1 3V U o) Y)as peosKid Jo ] qos QY JT R S0 LA S8 Uuye) 2y T G gu siiua oy

"Sim poos Sl s ul se ojuaoy} endgpuslod pae o)eaed do WA L) O SEXS O ¢ [ead qos

ST 30 WIS QL) SU WG X0 S0 T 0L T 0T o) UL wdald Y 2y Jo senjea 93 o Juoasad g] Suppe

A4 pauiepge sy KNG J0 SIN[LA TS UL APE JO STLpotd oyg ' put ‘duipuog uj A0su0

JO SOIUPOUE GBEG W) oE SIMOAN TRALGG) SIE], CPISILAG PIIOHS (@G- ) 04] 0N fidu] sonntg

SRRV 0] UL 3 SIOSIAP Y [BUOIJUN D08} SUOIIGUIGIOD SRS JUTI00IT O)) SOy U] vliuL)

G tsutads Qs o) SRR SISKE Xog PUB | 0 SUoEBI8E U Bor s o U Y SEIDUND JOE

*10.100 ey J0g YA GIIUs] AIBUIPIG JO SUIBI JO UONDIGIP ayj 941D [[IA STIMULIO) (BTSN Y] Ul °fF Jo
SOTLEA 950} JU 0SN DY, FeBpATdd =73 CINULIO) 8y} 14 JOFUSD 97 78 PRO[ YJ1a UBds yaul-p] € U0 SuIeaq
youl-] Ay - Jo usds goul-gz 8 U0 SINBM| yauj-g Ag -2 jO 5150) Wod) s3sas dunmpsqus £g poulelqo
SU (P4 ) ANONISUI0 JU SRETPOU JHVIBAAR DHRIOAR D1)) U0 PASRy OIE § UMID[OD uf UDALS Son|BA BT ¢

00'1T 88" “jFues)s duleoys Wiy T ujead o} [o{[eisd JLoyg
iu RTINS
00l 18" [suorpiodold Ju ss0038 Ioqig o} Jpjnajpuddiad ueissaduio)
1 16 THIAUBY)S FUIYSNID uIDWIE Y T upead 0f (af[eied wossaxlso)
"I
001 (Yoo 30g)  Joitoijiodosd 46 ss0d)8 Joqrf  CCuiets o) [eqesed uopssaadmo)
a0l [ T AN JO SN NpPO T T Aurpung g
[t} - TTTTTTTrT Sanpdnd Je Sn|pe Ry T T S pLaM) g
RIS
01 8 0 [vtoiaodosd Ju ssuls J0glg Bujpusy V1u)Yy
dopuyr g i tuae.__aﬁ 934,
Wbhof fo o ABQUGA,,
w0
PuL Aoy,

it so1310doad [B10408 04f) 10) PISN 10708, *PBO] JO UOLIBIN] PUE
084 £Q PIJPOPEUN O 0 POUINSEY O JUdLE 10) pue ‘uield o) Jemoppuddiad uocissaaduiod 16) *AuLpudy
D11e)s UE £}1019S8[D JO SU[MPOW J0] SON[BA  “(g-Z "JOI W01} B)8p) SPU0IIS 4T JO UOTJBINP B PUY SPUOIIS
10 oy duipvof 8 0 M sju| ruoijedoud d0) oS04 Y ‘SPUCDDY ¢ JO UO[RINIP © Put puodds
i jo our) Bulpeot v 03 o[qeojdde asoy} slv SYRUINKA 0] S1670T) ,, PEO[ JO UCljeINp pUe Wlwd | Sy,
[ 07 py0adad Bq PINOA [GHUYBIL dpeid-)jrIole jo Juadiad ¢Z uvy) DIOW JOU UOlga MmOy ‘Suednl
a4130ads0l oy} Jo sedujuontod se possasdxe ‘sonfea yyduans quesoadal Aoy ‘st 9By uacsad o7 jo Jpg
LJuoisnppuag, us je A3dodd goud 10) pouIMIIR|Op Alom S10%08 [ T(£1-g ')l ‘g pus T 'S3Y) seaino Louanh
-a1) sanenmng 8)sodwod uo peseq s1 10908  Ajiqeqord, sgy,  "9014138 wl 1)BI01IB 10j SUGHIPUIOD
duppro] pejewiyso Jo 13009 04} L0] MO[[8 ¢) JO]DE] ,,PBOY JO UOIJRINE PUR §)ud,, € (7) PUE ‘Posm jo L41[Iqe
-Hua Jo] aafje 0} 1050y Anpgeqoad, v (1) :510008) om) £ PAJAIHNIL PUE (] FJOUI00J 038) JUAILOD
OUNSEOTY Juddaod (F 0] poysTpe sonyea uvau saidKdS a8 B PUE ‘EY ‘GT "6 R FL SULIN[OG UL S0I[RA DU T, 3
'a0uaLIodXs £ poYBIUL)SQNS Fuldq ST POIDPISULd §1 SAN[EA A5 Jo L)iqesdde panuljucd sy L,
‘DU JUN} JO ST SUoKEOYIDNds [vnuUIRY-LaTN-Luly ojgearddy o) Jupuodsdlicd ‘prs1 ‘oung ‘g
~ON VY J0 £-g 0[qe) 1] PAIS[] w01} 048 AJaBad Oy10ods pormaIsd WU 10] £ UUIN0D UL S30L[WA ¢
rpaputod winwiTuiuI 8y} M09 [BRIBIUIL SUIPR[DX
noy)ia ‘s03uadav SOAds (UWIOUVE 0dv g UMN[00 Ul SOR[BA '0ACGYE PO BSOU) UBY) JOY)0 SOT0DlS SO0
£ WRIN0D ul Pojsi[ §% “so10ads (ord Joj pajjniiriad mIMUILUD 9] UL} 1998013 1o 03 |unba Aj1aedd o0
=05 ¢ Jupasy [RAUOjEW J0) Sudvasat 91 JUPID-01IYM PIGJIO 140 pUB DINUAS GG NDOLILOL] HLD)ED AN
f1y 9jgou ‘ay-su[Enog] apdod-saoj(af ‘wndpodms ‘Susdoydsui ‘vAuiy 4oy 40) ¢ BN|OD GT SAN[BA ¢
O1°Z UOTISWE PUR g 18] 305 501835 DAL [wjudull
102 BU} UlGYa POSK 0 0 JTI0ape jo UBSap do  A{SNONLIL0D §S0[ 10 SI0UI 10 ‘Oul) JO spotiad duof
03 juoeadud ) £3ppuny Qi odois sevse juopdol) Ul sUOPpU0d 6] AupuUKKiSIn ‘0a0 10 jusddud
06 Apjuunxoadds ‘L) plany aapjufod Y )i WNUgIube us §Judstadal JUogued InsI0ul ST,
TEE Ol Ul SN UA 07 SUPIULIG U] pasn wood] sey quoddnd (g 10 e RO ISl Yy

g WUV oA SYLONLOOA

e )

S N T S S T TS T N T R

]



E

.S oo

| r"" .

r'”'—“ .

— -

2.111. Tension parallel to grain. Relatively few
data are available on the tensile strength of various
species paralle]l to grain. In the absence of suffi-
cient tensile-test data upon which to base tension
design values, the values used in design for modu-
lus of rupture are used also for tension. While it is
recognized that this is somewhat conservative, the
pronounced effect of stress concentration, slope of
grain (table 2-8) and other factors upon tensile
strength makes the use of conservative values
desirable.

Pending further investigation of the effects of
stress concentration at bolt holes, it is recom-
mended that the stress in the area remaining to
resist tension at the critical section through a
bolt hole not exceed two-thirds the modulus of
rupture in static bending when cross-banded rein-
forcing plates are used; otherwise one-hali the
modulus of rupture shall not be exceeded.

2.112. Tension perpendicular to grain. Values
of strength of various species in tension perpen-
dicular to grain have been included for use as a
guide in estimating the adequacy of glued joints
subjected to such stresses. For example, the
joints between the upper wing skin and wing
framework are subjected to tensile stresses per-
pendicular to the grain by reason of the lift forces
exerted on the upper skin surface.

Caution must be exercised in the use of these
values, since little experience is available to serve
as a guide in relating these design values to the
average property. Considering the variability of
this property, however, the possible discontinuity
or lack of uniformity of glue joints, and the proba-
ble concentration of stress along the edges of such
joints, the average test values for each species
have been multiplied by a factor of 0.5 to obtain
the values given in tables 2-6 and 2-7.

Table 2-8. Reduction in wood stremgth for various grain
slopes

Corresponding design vaiue, percent of value in table 2-6

E Static bending Compres- :
Maximom | sion 3335111%?
slope of ‘ i parallel to grain
grain in the Fiber ! to grain
member | girassat Mod;ﬂus M;)dlu]m
i propor- @ OLe8s | Maximum | Modulus
E tlli?;:l]iat] rupture ticity crushing of
i strength rupture
. ! :
1in 15___ 100 - 100 ! 100 . ______._ 100
lin 12___. 98 | 88 97 100 85
1in10._.: 87 78 91 98 75
lin 8____| 78 67 84 94 60
i

2.12, Staxparp TEsT PROCEDURES.

2.120. Static bending. In the static-bending
test, the resistance of a beam to slowly applied
loads is measured. The beam is 2 by 2 inches in
cross section and 30 inches long and is supported
on roller bearings which rest on knife edges 28
inches apart. Load is applied at the center of the
length through a hard maple block 3'¥s inches
wide, having a compound curvature. The curva-
ture has a radius of 3 inches over the central 2%
inches of are, and is joined by an are of 2-inch
radius on each side. The standard placement is
with the annual rings of the specimen horizontal
and the loading block bearing on the side of the
piece nearest the pith. A constant rate of deflec-
tion (0.1 inch per minute) is maintained until the
specimen fails. Load and deflection are read
simultaneously at suitable intervals.

Figure 2—4 (a) shows a static-bending test set-up,
and typical load-deflection curves for Sitka spruce
and yellow birch.

Data on a number of properties are obtained
from this test. These are discussed as follows:

2.1200. Modulus of elasticity (Ep). The modulus
of elasticity is determined from the slope of the
straight line portion of the graph, the steeper the
line, the higher being the modulus. Modulus of
elasticity is computed by

g, Pl _ Pl

488,1 45,bd?
The standard static bending test is made under
such conditions that shear deformations are
responsible for approximately 10 percent of the
deflection. Values of E; from tests made under
such conditions and calculated by the formula
shown do not, therefore, represent the true
modulus of elasticity of the material, but an
“apparent” modulus of elasticity.

The use of these values of apparent modulus of
elasticity in the usual formulas will give the de-
flection of simple beams of ordinary length with
but little error. For I- and box beams, where

. more exact computations are desired, and formulas

are used that take into account the effect of shear
deformations, a “true’”’ value of the modulus of
elasticity is necessary and may be had by adding
10 percent to the values in tables 2—6 and 2-7.
2.1201. Fiber stress at proportional limit (F,,).
The plotted points from which the early portions
of the curves of figure 2-4 (a) were drawn lie
approximately on a straight line, showing that the
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deflection 1s proportional to the load. As the
test progresses however, this proportionality
between load and deflection ceases to exist. The

— MODULUS LINE SITKA
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£
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(c) COMPRE35/0ON PERPENDICULAR TO GRAIN

Figure 2-4. Standard test methods and typical load-defee-
tion curves
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point at which this occurs is known as the pro-
portional limit. The corresponding stress in the
extreme fibers of the beam is known as “fiber
stress at proportional limit.” TFiber stress at
proportional limit is computed by

P,L 1.5

2.1202. Modulus of rupture (Fy,). Modulus of
rupture is computed by the same formula as was
used in computing fiber stress at proportional
limit, except that maximum load is used in place
of load at proportional limit. Since the formula
used is based upon an assumption of linear varia-
tion of stress across the cross section of the beam,
modulus of rupture is not truly a stress existing
at time of rupture, but is useful in finding the
load-carrying capacity of & beam.

2.1203. Work to mazimum load. The energy
absorbed by the specimen up to the maximum
load is represented by the area under the load-
deflection curve from the origin to a vertical line
through the abscissa representing the maximum
deflection at which the maximum Joad is sustained.
It is expressed, in tables 2-6 and 2-7, in inch-
pounds per cubic inch of specimen. Work to
maximum load is computed by

. __area under curve to Py,
Work to Pp,, = b ax L

(2:7)

2.121. Compression parallel to grain. In the
compression-parallel-to-grain test, a 2- by 2- by
8-inch block is compressed in the direction of its
length at a constant rate (0.024 inch per minute).
The load is applied through a spherical bearing
block, preferably of the suspended self-aligning
type, to insure uniform distribution stress. On
some of the specimens, the load and the deforma-
tion in a 6-inch central gage length are read simul-
taneously until the proportional limit is passed.
The test is discontinued when the maximum load
is passed and the failure appears.

Figure 2—4 (b) shows a test set-up, and typical
load-deflection curves for Sitka spruce and yellow
birch. Data on a number of properties are ob-
tained from this test. These are discussed as
follows:

2.1210. Modulus of elasticity (E,.). The modu-
lus of elasticity is determined from the slope of
the straight-line portion of the graph, the steeper
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the line the higher the modulus. The modulus of

elasticity is computed by
P,

L —
¢ ABL

E

(2:8)

The value of the modulus of elasticity so de-
termined corresponds to the ‘‘true” value of
modulus of elasticity discussed under static bend-
ing. Values of the modulus of elasticity from
compression-parallel-to-grain tests are not pub-
lished but may be approximated by adding 10
percent to the apparent values shown under static
bending in table 2-6.

A multiplying factor of 1.1 has been inserted
in various formulas throughout this bulletin to
convert E; values, as shown in tables 2-6 and
2-7 to Ey. values required in formulas involving
direct stress.

21211, Fiber stress at proportional limit (F.,).
The plotted points from which early portions of
the curves of figure 2—4 (b) were drawn lie approx-
imately on a straight line, showing that the
deformation within the gage length is proportional
to the load. The point at which this propor-
tionality ceases to exist is known as the pro-

-portional limit and the stress corresponding to

the load at proportional limit is the fiber stress
at proportional limit. It is calculated by

P
Fw="j‘ (2:9)
2.1212. Maximum crushing strength (Fe.). The

maximum crushing strength is computed by the
same formula as used in computing fiber stress
at proportional imit except that maximum load
is used in place of load at proportional limit.

2.122. Compression perpendicular to grain. The
specimen for the compression-perpendicular-to-
erain test is 2 by 2 inches in cross section and
6 inches long. Pressure is applied through a
steel plate 2 inches wide placed across the center
of the specimen and at right angles to its length.
Hence, the plate covers one-third of the surface.
The standard placement of the specimen is with
the growth rings vertical. The standard rate of
descent of the movable head is 0.024 inch per
minute. Simultaneous readings of load and
compression are taken until the test is discontinued
at 0.1-inch compression.

Figure 2—4 {c) shows a test set-up, and typical
load-deflection curves for Sitka spruce and yellow
birch.

939770°—51—HA

The principal property" determined is the stress
at proportional limit (F,,r) which is calculated by

Load at proportional limit
Width of plate X width of specimen

Fcpr= (2:10)

Tests indicate that the stress at proportional
limit when the growth rings are placed horizontal
does not differ greatly from that when the growth
rings are vertical. For design purposes, therefore,
the values of strength In compression perpendi-
cular to grain as given in tables 2-6 and 2-7 may
be used regardless of ring placement.

2.123. Shear parallel to grawn (Fy,). The shear-
parallel-to-grain test is made by applying force
to a 2- by 2-inch lip projecting % inch from a
block 2% inches long. The block is placed in a
special tool having a plate that is seated on the
lip and moved downward at a rate of 0.015 inch
per minute. The specimen is supported at the
base so that a }-inch offset exists between the
outer edge of the support and the inner edge of
the loading plate.

The shear tool has an adjustable seat in the
plate to insure uniform lateral distribution of the
load. Specimens are so cut that a radial surface
of failure is obtained in some and a tangential
surface of failure in others.:

The property obtained from the test is the
maximum shearing strength parallel to grain.
{t is computed by

(2:11)

The value of F,, as found when the surface of
failure is in a tangential plane does not differ
greatly from that found when the surface of failure
is in a radial plane, and the two values have been
combined to give the values shown in column 14
of tables 2-6 and 2-7. ‘

2.124. Hardness. Hardness is measured by the
load required to embed a 0.444-inch ball to one-
balf its diameter in the wood. (The diameter of
the ball is such that its projected area is one
square centimeter.) The rate of penetration of
the ball is 0.25 inch per minute. Two penetra-
tions are made on each end, two on a radial, and
two on a tangential surface of the specimen. A
special tool makes it easy to determine when the
proper penetration of the ball has been reached.
The accompanying load is recorded as the hard-
ness value.

Values of radial and tangential hardness as
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determined by the standard test have been aver-
aged to give the values of side hardness in tables
2-6 and 2-7.

2.125. Tension perpendicular to grain (F,.r).
The tension-perpendicular-to-grain test is made
to determine the resistance of wood across the
grain to slowly applied tensile loads. The test
specimen is 2 by 2 inches m cross section, and
2% inches in overall length, with a length at
midheight of 1 inch. The load is applied with
special grips, the rate of movement of the movable
head of the testing machine being 0.25 inch per
minute. Some specimens are cut to give a radial
and others to give a tangential surface of failure.

The only property obtained from this test is the
maximum tensile strength perpendicular to grain.

It is caleulated from the formula

Pz,
A

Fiur= (2:12)

Tests indicate that the plane of failure being
tangential or radial makes little difference in the
strength in tension perpendicular to grain. Re-
sults from both types of specimens have, therefore,
been combined to give the values shown in tables
2-6 and 2-7.

2.13. Evnastic ProrerTiEs Not INcrLupep IN
TaBres 2-6 anp 2-7. Certain elastic properties
useful in design are not included in tables 2—6 and
2-7. The data In tables 2-6 and 2-7 are, in
general, based on large numbers of tests, while the
data on the additional elastic properties are based
on relatively few tests. Available data on these
properties are included in table 2-9.

2.130. Moduli of elasticity perpendicular to grain
(Er, Ez). The modulus of elasticity of wood
perpendicular to the grain is designated as Er when
the direction is tangential to the annual growth
rings, and Er when the direction is radial to the
annual growth rings. Tests have been made to

evaluate these elastic properties for only a few

- ET ER
The ratios z, and Z, vary

greatly among species and are considerably affected
by differences in specific gravity and moisture
content. For species not listed in the table, a

rough approximation of the values for £z and Eg

: E E
may be made by assuming values of _Ef and "E’f

species (table 2-9).

as 0.05 and 0.10, respectively. Values of E, are
given in tables 2-6 and 2-7.
2.131. Moduli of mgidity (Grr, Grr, Grr). The

modulus of elasticity in shear, or the modulus of

rigidity as it is called, must be associated with
shear deformation in one of the three mutually
perpendicular planes defined by the L, T, and R
directions, and with shear stresses in the other two.
The symbol for modulus of rigidity has subseripts
denoting the plane of deformation. Thus the
modulus of rigidity Grr refers to shear deforma-
tions in the LT plane resulting from shear stresses
in the LR and RT planes. Values of these moduli
for a few species are given in table 2-9., The
ratios of Gpr, Gz, and Grr to Ky vary among species
and appear to be considerably affected by differ-
ences in specific gravity and moisture content.

For species not listed in the table, it is recom-
Grr Grr__

mended the approximate ratios -===0.06, ===
£y By
0.075, and %3=0.018 be used in evaluating the
L

various moduli of rigidity. The two letters of the

‘subscript may be interchanged without changing

the meaning of &.

2.132. Poisson's ratios (). The Poisson’s ratio
relating to the contraction in the 7 direction under
a tensile stress acting in the L direction, and thus
normal to the BT plane,is designated as pyr; prz,
WrTy RL, TR, 80d prr have similar significance, the
first letter of the subscript in each relating to the
direction of stress and the second to the direction
of the lateral deformation.

Thus, the two letters of the subscript may not
be interchanged without changing the meaning.
The Poisson’s ratios appear to be independent of
specific gravity but are variously affected by dif-
ferences in moisture content. Information on
Poisson’s ratios for wood is meager and values for
only a few species are given in table 2-9.

2.14. Stress-STraiNy REerations. For most
practical purposes wood can be considered to be an
orthotropic material having orthotropic axes L, 7,
and R (see sec. 2.00). If the directions of the
applied stresses are parallel to a plane containing
two of these axes, the methods described in sec-
tions 2.56 to 2.5602, inclusive, can be applied.
The general equations for stresses:applied in any
direction can be obtained from reference 2-53.

2.15. SrrENGTHE UNDER MULTIAXIAL STRESS.
If the directions of the applied stresses are parallel
to a plane containing two of the orthotropic axes,
the methods described in section 2.610 to 2.613,
inclusive, for plywood can be applied. The ulti-
mate shear stress associated with relative shear
displacements of the L and B axes and the L and
T axes are each equal to the ultimate shear stress
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parallel to the grain (F,,). The ultimate shear
stress assoclated with relative shear displacements
of the B and 7 axes is for hardwoods approximate-
Iy one-half and for coniferous woods one-third of
Fo. (vef. 248). The ultimate compressive stress

associated with the 7 and R axes are each equal to
the compressive strength perpendicular to the
graln (Fur) and the ultimate tensile stress asso-
ciated with these axes are each equal to the tensile
strength perpendicular to the grain (Fr).

The general equation defining the condition of failure for stresses applied Im any direction is similar
to equation (2:51} except that its left hand member contains six terms instead of three. If the ultimate
stresses are given the values indicated in the preceding paragraph this equation can be written in the

following form:

%>2+(%)2+<%)2+(fLT)2+(.fLR)2+(—KjRT)2=1

(Foo) 2:13)

mn which fz, fr, and f; are the three internal direct stresses in the directions of the axes L. T, and R,

¥

respectively, and fir, fis, and fzr are the three internal shear stresses associated with shear displacements
of the L and I axes, the L and R axes, and the R and 7T axes, respectively. Also Fy, Fr, and Fy are the

~ three ultimate stresses associated with the directions of the L, T, and R axes, respectively, and may be

tensile or compressive; thus Fy is tensile if f; is tensile and compressive if f7, is compressive and similarly
for Fr and Fp. Thus Fy is equal to F,, or Fu; Fris equal t0 Four or Fuyp; and Fp is equal to F,; or

quT-

Equation (2:13) can be handled in the manner
described in section 2.613 and in reference 2—67
using the transformation equations for three di-
Imenstons given in reference 2-53.

The methods described in this section have not
been verified by test but Their verification for
plywood indicates that they probably will vield
reasonable values. Also equation 2:44 has been
compared with results of tests on solid wood in
which the specimens were constrained by the
testing equipment and good agreement was found,
however, shear stress associated with relative
shear displacements of the R and 7 axes was not
involved in these tests.

2.16. Stress ConcENTRATIONS. Wood has

The value of K is 2 for hardwoods and 3 for coniferous woods.

plastic as well as elastic properties (see sec. 2.06
on creep) and, therefore, stress concentrations in
tension, compression, or shear are greatly relieved
with the passage of time. In compression and
shear, creep is very rapid for stresses near the
ultimate value and, therefore, values of stress
concentration calculated by means of the mathe-
matical theory of elasticity are rarely attained.
Creep at high stress in tension, however, is not
nearly so rapid and calculated values of stress
concentration may be approximately correct if
the load is suddenly applied. This fact should
be given careful consideration in the design of
wood and plywood tension members, and stress
concentrations should be avoided.

2.161. Stress concentrations around a hole in a tension or compression member. Figure 2-5 shows a
panel of wood pierced by an elliptical hole which is small compared to the size of the panel. Axes y
and z are orthotropic axes of the wood as well as axes of the ellipse. When a tensile stress (f,) is ap-

plied as shown in the figure, tensile stress concentrations occur at the ends of axis a.

stress at these points is given by equation (2:14):

The value of the

E,
f=1e (% \/aEi—zwarz \/;,Z—H)

(2:14)

In which f; denotes the value of the applied stress, subscript ¢ denotes the orthotropic axis which is
parallel to the stress, and subscript = denotes the other orthotropic axis which lies in the plane of the
panel. These subscripts may represent the L, T, or R directions depending upon the directions of the
gram and annuel] rings in the panel. Equation (2:14) applies also to a compressive stress.
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The shear stress on the periphery of the ellipse associated with relative sheér displacements of axes

v and z is given by equation (2:15):

E, E, E,, b .
% -\/E:z cos? 9—‘[\/@;“—2#;;:-1-2 -\g-f-a:l sin? ¢

z

fsz:fa
RO ==

st @ cos 6 (2:15)

sin? 6+cos® § (g) sin® @

By use of equation (2:15) the shear stress can be plotted against § and its maximum value found., For
a plane sawed Sitka spruce panel pierced by a circular hole (a=9) a maximum value of 0.71 f, was

found at 6=78° (see ref. 2-69).

Equations (2:14) and (2:15) can be used for
plywood if the subscripts y and z are replaced. by
the subscripts b and ¢, respectively.

2.162. Stress concentration due to a hole which is
not small compared to the size of the member.
Stress concentrations in isotropic materials around
holes that are not small compared to the size of
the members pierced by them have been deter-

mined by photoelastic methods and are well -

known. It is impossible to use such methods in
connection with wood, however, an estimate of
the stress concentrations can be obtained by use
of equation (2:14).

For an isotropic material equation (2:14)
reduces to equation (2:16)

f=7. (2 %-1—1) (2:16)

An approximate corrective factor for use with the

stress concentrations obtained for isotropic mate-
rials to obtain those for wood, or plywood, can be
obtained by dividing values obtained by equation
(2:14) by those obtained by equation (2:16). Of
course such corrections do not apply to the shear
stresses such as those obtained by equation (2:15).

2.2. Columns

2.20. Primary FatLure, The allowable stresses
for solid wood columns are given by the follow-
ing formulas:

Long columns

7105

o
(5), 3

5E,
Feu
Short columns (ref. 2-97)

(2:17)

AN .
F,—F., [1—%(3%)]1)@ 2:18)
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where
LI
£=(5),

These formulas are reproduced graphically in
figure 2-6 for solid wood struts of a number of
species. :

2.21. Locar Buckring aNp Twristing FAILURE.
The formulas given in section 2.20 do not apply
when columns with thin outstanding flanges or low
torsional rigidity are subject to local buckling or
twisting faiure. For such cases, the allowable
stresses are given by the following formulas:

Local buckling (torsionally rigid columns)

2
F.=0.07E, (%) psi (when %>6> (2:19)
Twisting failure (torsionally weak columns)
AN b
F,=0.044 E, (3) psi (when 7 >5) (2:20)

When the width-thickness ratio (b/%) of the
outstanding flange is less than the values noted,
the column formulas of section 2.20 should be
used. Failure due to local buckling or twisting
can occur only when the critical stress for these
types of failure is less than the stress required to
cause primary failure. For unconventional
shapes, tests should be conducted to determine
suitable column curves (ref. 2-79).

2.22. LaTterar BuckriNg. When subjected to

" axial compressive loads, beams will act as columns

tending to fail through lateral buckling. The
usual column formulas (2:17 and 2:18) will
apply except that when two beams are intercon-
nected by ribs so that they will deflect together
(laterally), the total end load carried by both
beams will be the sum of the critical end loads
for the individual beams.

- The column lengths will usually be the length
of a drag bay in a conventional wing. A restraint
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coefficient of 1.0 will be applicable unless the con-
struction s such that additional restraint is
afforded by the leading edge or similar parts.
Certain rules for such conditions will be found in
the requirements of the certificating or procuring
agencies.

2.3. Beams

2.30. Form Facrors. When other than solid
rectangular cross soctions are used for beams
(I-beams or box beams), the static-bending
strength properties given in table 2-6 must be
multiplied by a “form factor” for design purposes.
This form factor is the ratio of either the fiber
stress at proportional limit or the modulus of
rupture (in bending) of the particular section to
the same property of a standard 2-inch square
specimen of that material. The proportional limit
form factor (FF,) is given by the formula:

b—b" b

FF,=0.58+0.42 (K T*‘b“) (2:21)

and the modulus of rupture form factor (FF,) by
the formula:

FF,=0.500.50 (K b_Tb+%> (2:22)

where

b’ =total web thickness

b =total flange width (including any web(s))

K =constant obtained from figure 2-7 ‘

Formulas 2:21 and 2:22 cannot be used to de-
termine the form factors of sections in which the
top and bottom edges of the beam are not per-
pendicular to the vertical axis of the beam. In
such cases, it is first necessary to convert the
section to an equivalent section whose height
equals the mean height of the original section, and
whose width and flange areas equal those of the
original section, as shown in figure 2-7. The
fact that the two beams of each pair shown in
figure 2-7 developed practically the same maxi-
mum load in test demonstrates the validity of
this conversion (ref. 2-56 and 2-62).

Tests” have indicated that the modulus of
rupture which can be developed by a beam of
rectangular cross section decreases with the height.
Sufficient data are not available to permit exact
evaluation of the reduction as the height increases,
but where deep beams of rectangular cross sec-
tion are to be used, thought should be given to the
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reduction of the value for modulus of rupture
given in tables 2-6 and 2-7.

2.31. TorstoxaL InsTaBILITY. It is possible
for deep thin beams to fail through torsional
mstability et loads less than those indicated by
the usual beam formula. Reference 2-63 gives
formulas for calculating the strength of such beams
for various conditions of end restraint. However,
in view of the difficulty of accurately evaluating
the modulus of rigidity and end fixity, it is always
advisable to conduct static tests of a typical
specimen. This will apply to cases in which the
ratio of the moment of inertia about the horizontal
axis to the moment of inertia about the vertical
axis exceeds approximately 25 (ref. 2-62 and
2-63).

2.32. CoMBINED LOADINGS.

2.320. General. Because of the variation of the
strength properties of wood with the direction of
loading with respect to the grain, no general rules
for combined loadings can be presented, other than
those for combined bending and compression
given in section 2.321, and those for combined
bending and tension given in section 2.329.
When unusual loading combinations exist, static
tests should be conducted to determine the de-
sired information,

2.321. Bending and compression. When sub-
jected to combined bending and compression, the
allowable stress for spruce, Western hemlock, and
noble fir beams at 15 percent moisture content
can be determined from figure 2-8 and that for
Douglas-fir beams from figure 2-9. The charts
are based on a method of analysis developed by the
Forest Products Laboratory (ref. 2-63 and 2-78).

The curves of figures 2-8 and 2-9 are based on
the use of a fourth-power parabola for columns of
intermediate length. Obn these figures the hori-
zontal family of curves indicates the proportional
limit under combined bending and compression;
the vertical family, the effact of various slenderness
ratios on bending. The allowable stress, F,.,
under combined load is found as follows:

(1) For the cross section of a given beam, find
the proportional limit in bending and the
modulus of rupture from the ratios of
compression-flange thickness to total
depth and of web thickness to total
width, locating such points as 4 and B.

(2) Project points A and B to the central line,
obtaining such points as ¢'and D.
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(3) Locate a point, such as E, indicating the
proportional limit of the given section
under combined bending and compres-
sion. This point will be at the inter-
section of the curve of the “horizontal”
family through C and the curve of the
slenderness ratio corresponding to the
distance between points of inflection.

(4) Draw line ED.

(6) Locate point F on line ED, with an
abscissa equal to the computed ratio of
bending to total stress. The ordinate of
F represents the desired value of the
allowable stress. ' '

The following rules should be observed in the
use of figures 2-8 and 2-9:

(1) The length to be used in computing the
slenderness ratio, L/p should be deter-
mined as follows:

(@) If thers are no points of inflection
between supports, L should be taken
as the distance between supports.

(6) If there are two points of inflection
between supports, L should be taken
as the distance between these points of
inflection when calculating the allow-
able strength of any section included
therein.

(c) When calculating the allowable strength
of a section between a point of inflec-
tion and an intermediate support of a
continuous beam, L should be taken
as the distance between the points of
inflection adjacent to the support on
either side.

(d) When investigating a section adjacent
to an end support, L should be taken
as twice the distance between the
support and the adjacent point of
inflection, except that it need not
exceed the distance between supports.

(2) In computing the value of p for use in
determining the slenderness ratio, L/p,
filler blocks should be neglected and, in
the case of tapered spars, the average
value should be used.

(3) In computing the modulus of rupture and
the proportional limit in bending, the
properites of the section under investiga-
tion should be used. Filler blocks may be
included in the section for this purpose.
When computing the form factor of box
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spars the total thicknesses of both webs
should be used.

2.322. Bending and tension. When ‘tensile
axial loads exist, the maximum computed stress
on the tension flange should not exceed the modulus
of rupture of & solid beam in pure bending. TUnless
the tensile load is relatively large, the compression
flange should also be checked, using the modulus
of rupture corrected for form factor,

2.33. SHEAR WEBs. See section 2.73.

2.34. Bram Secrion ErFrciency. In order to
obtain the maximum bending efficiency of either
I or box beams, the unequal flange dimensions
can be determined by first designing a symmetrical
beam of equal flanges. The amount of material
to be transferred from the tension side to the
compression side, keeping the total cross-sectional
area, height, and width constant, is given by the
following equation (ref. 2-62):

I=A6h2— VAR —4 AT bhwD

2wDbh (2:23)

where
A=total area of the cross section
b=total width
h=total depth
w=width of flange
D=clear distance between flanges
I,=moment of inertiz of the symmetrical
section
z=thickness to be taken from tension flange
and added to compression flange

In using this equation, the following procedure
1s to be followed:

(a}) Determine the section modulus required.

(b) Determine the sizes of flanges of equal
size to give the required section modulus.

(¢) Using equation (2:23), compute the thick-
ness of material to be transferred from
the tension flange to the compression
flange. The procedure thus far will
result in a section modulus greater than
required. To obtain a beam of the
required section modulus, either (d) or
{(e) may be followed.

(d) Calculate the ratio of depth of tension
flange to compression flange and design
& section having flanges with this ratio
and the required section modulus, or

(¢) Carry out steps (a), (b), and (¢) starting
with a symmetrical section having a
section modulus less than that required
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until an unsymmetrical section having
the required section modulus is obtained.
{f) Beams designed according to the foregoing
procedure should always be checked for
adequacy of glue area between webs and
tension flange. This consideration may
govern the thickness of the tension flange.

2.4. Torsion

2.40. GexeraL. The torsional deformation of
wood 1s related to the three moduli of rigidity,
Grr, Grr, and Grp. When a member i twisted
about an axis parallel to the grain, Gur is not
involved; when twisted about an axis radial to the
grain direction, Grr is not involved; when twisted
about an axis tangential to the grain direction,

Gpp is not involved. No general relationship has

been found for the relative magnitudes of Gy,
GLT; and GRT (tﬂble 2“‘9)

2.41. Torstoxar ProperTiEs. The “mean mo-
dulus of rigidity” (@) taken as 1/16 of E,, may
be safely used in the standard formulas for com-
puting the torsional rigidities and internal shear
stresses of solid wood members twisted about an
axis parallel to the grain direction. Torsion
formulas for a number of simple sections are given
in table 2-10. For solid-wood members the
allowable ultimate torsional shear stress (F,,) may
be taken as the allowable shear stress parallel to
the grain (column 14 in tables 2-6 and 2-7)
multiplied by 1.18: that is, F,,=1.18 F,,. The
allowable torsional shear stress at the proportional
limit may be taken as two-thirds of F,,, The
torsional strength and rigidity of box beams having
plywood webs are given in section 2.75.

Table 2-10. Formulas for torsion on symmetrical sections

Section . Angle of twist in radians Maximum shear stress
Cirele_ .. ______ | 0=?;27r:g‘l' | f,z:_BDT .
Cireular tube___________________ B=gfé {,z%
EIlipsc‘e L e e=%§%j’b—p j’,=% at ends of short diameter
Square* .. 9=%5%? (approx.) f.=§%‘ {approx.)
Rectangled_ _____________.___.____ 0&%’ {approx.) f.=%}5;;;%52!12 at midpoint of long side

V2a=major axis: Zh=minor axis,
2 2a =side of square.
1 2u=Ilong side, 2b=short side.

2.5. Basic Strength and Elastic Properties of
Plywood

2.50. GexeraL. Plywood is usually made with
an odd number of sheets or plies of venger with
the grain direction of adjacent plies at right angles.
Depending upon the method by which the veneer
1s cut, it is known as rotary-cut, sliced, or sawed
veneer. Generally, the construction i1s symmetri-
cal; that is, plies of the same species, thickness,
and grain direction are placed In pairs at equal
distances from the central ply. Lack of symmetry
results in twisting and warping of the finished
panel. The disparity between the properties of
wood in directions parallel to and across the grain
is reduced by reason of the arrangement of the

material in plywood. By placing some of the
material with its strong direction (parallel to
grain) at right angles to the remainder, the
strengths in the two directions become more or
less equalized. Since shrinkage of wood in the
longitudinal direction is practically negligible, the
transverse shrinkage of each ply i§ restrained by
the adjacent plies. Thus, the shrinking and
swelling of plywood for a given change in moisture
content is less than for solid wood.

The tendency of plywood to split is consider-
ably less than for solid wood as a result of the
cross-banded construction. While many woods
are cut into veneer, those species which have
been approved for use in aircraft plywood are
listed in table 2-11.
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2.51. Axavrysis oF Puywoon StrExeTa Prop-
ERTIES. The analysis of the strength and elastic
properties of plywood is complicated by the fact
that the elastic moduli of adjacent lavers are
different. This is illustrated in figure 2-10 for
bending of a three-ply panel. Assuming that
strain 1s proportional to distance from the neutral
axis, stresses on contiguous sides of a glue joint
will be different by reason of the difference in the
modulus of elasticity in adjacent layers. This
results in a distribution of stress across the cross
section as shown in figure 2-10 (e¢). Similar
irregular stress distribution will be obtained for
plywood subjected to other types of loading.

From this it may be seen that the strength and
elastic properties of plywood are dependent not
only upon the strength of the material and the
dumensions of the member, as for a solid piece,
but also upon the number of plies, their relative
thickness, and the species used in the individual
plies. In addition, plywood may be used with the
direction of the face plies at angles other than (°
or 90° to the direction of principal stress and, in
special cases, the grain direction of adjacent plies
may be oriented at angles other than 90°.

In general, plywood for aircraft use has the
gram direction (the longitudinal direction) of
adjacent plies at right angles. The strength and
elastic properties of the plywood are dependent
upon the properties of solid wood along and across
the grain as illustrated in figure 2-11.

Considerable information (tables 2-6 and 2-7)
on the properties of wood parallel to the grain is

available, but the data on properties across the
grain are less complete. Sufficient data are avail-
able, however, so that the elastic properties of
wood in the two directions can be related with
reasonable accuracy to the plywood properties.
On this basis formulas are given which will enable
the designer, knowing the number, relative thick-
ness and species of plies, to compute the properties
of plywood from the data given in tables 2-6
and 2-7.

The formulas given are only for plywood having
the grain direction of adjacent plies at right angles
and are applicable only to certain directions of
stress. The limitations on the angle between the
face grain and the direction of principal stress have
been noted in each section. The formulas are
intended for use only in these cases, and the
interpolation must not be used to obtain values
for intermediate angles unless specific information
on these angles is given. Computed values of
certain of the strength and elastic properties for
many of the commonly used species and constric-
tions of plywood are given in section 2.54, hased
on strength of wood at 15 percent moisture con-
tent (table 2-6).

2.52. Basic Formuras. For purposes of dis-
cussion, plywood structural shapes may be con-
veniently separated into two groups: (a) elements
acting as prisms, columns, and beams, and (b)
panels. The fundamental difference between these
two groups is that, in group (a) the plywood is
supported or restrained only on two opposite
edges, while in group (b) the plywood is supported

Table 2-11, Veneer species for aireraft plywood

Group 1 ‘
(high density) 1 2 |

Qroup II
(medium density) 2

l 'Group I
(low density) 3

American beeeh_ ______________ ! Birch (Alaska and paper)_ _______._.... ‘ Basswood.

Birch (sweet and vellow)______. ' Khava species (so-called ‘‘African ma- | Yellow-poplar.
. *  hogany”). ;
Maple (hard) . . _ i anns J Southern magnolia. _ _________________ Port Orford White-cedar.

Mahogany (from tropical America),

Mapie (soft)___________.
Sweetgum._ ... ________.
Water tupelo. ______._._
Black walnut___________

______________ | Western hemlock (guarter-sliced),
cere-va--—---- Redwood (quarter-sliced).

Spruee (red, Sitka, and:white) (quarter-
[ sliced).

______________ | Ponderosa pine (quarter-sliced),
______________ i Sugar pine.

| Noble fir {quarter-sliced).

1 Where hardness, resistance to abrasion, and high strength of fastening are desired, Group I woods should be used for face stock.

¢ Where finish js desired, or where the plywood is to be steamed and bent into a form in which it is to remain, species of Group I and 17 should be used,

* Group 11T species are used principally for core stock and cross-banding. Howerver, where high bending strength or freedom from buckling at minimoem
weighn is desired, plywood made entirely from species of Group II1 is recommended.

492



[v"'—-—- r_.___

—

)

4N

T or—

(-

g FACE - £=£, %;
f
e CORE-E = &5 OR Ft—E - (NEUTRAL AX/S>
3
’
FACE-£E+ £, ? :

ra) ALYywooo

Figure 2-10. Three-ply plywood beam in bending.

SPLY (7°2°2:2.7)

&) STRA/N (CJ STRESS

S-PLY (7:11.1.7)

Figure 2-11. Typical plywood constructions. Arrows indicate grain direction of ¢ach ply.



r—

T

—

T

r—

. . r— - -

or restrained on more than two edges. It is
essential that this fundamental difference between
the two groups be kept in mind during the appli-
cation of the formulas’ given here and in later
sections (ref. 2-25, 2-43, and 2-54).
(1) The effective moduli of elasticity of ply-
wood In tension or compression are:
E,—measured parallel to side a for
panels (sec. 2.712, 2.713)
Ey—measured perpendicular to side a
for panels (sec. 2.712, 2.713}
E,—measured parallel to (with) the
face grain
E.—measured perpendicular to (across)
the face grain, and are deter-
mined as

i

n

Eit,

i=1

(2:24)

e-c.l;.a

[

where _
{=total thickness of plywood
t;=thickness of * ply
E,=modulus of elasticity of ¢ ply measured
in the same direction as the pertinent
desired K (as E,, E,, E,, or E,). The
value of E; is equal to E; (1.1 E,
irom tables 2-6 and 2-7), or E,, or
Ex, (table 2-9) as applicable.
(2) The effective moduli of elasticity of ply-
wood in bending are:
Ei—measured parallel to side a for

panels
Ey—measured perpendicular to side
for panels 7
E,,—measured parallel to (with) the
face grain

E,.—measured perpendicular to {across)
the face grain, and are deter-
mined as

1 i=q

Ji=7 2 El

i=1

(2:25)

where

E—as defined under (1)

I =moment of inertia of the total cross
section about the centerline, measured
in the same direction as the pertinent
desired £ (namely, E,, E,, E,,, or E,,).

! When computing the various moduli of elasticity for plywood of balanced

construction and sll plies of the same species, the following relationship will
be found helpral:

Ei+Er=E.+Ei=E+Er=Ey+Ee=FEre+Fre

If the veneers are quarter-sliced rather than rotary-cut, the term Ep should .

be replaced by Eg.
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I; =moment of inertia of the i ply about
the neutral axis of the same total
cross section. For svmmetrically con-
structed plywood, the neutral axis to
be used in determining I, will be the
centerline of the cross section. For
unsymmetrical plywood constructions,
the neutral axis is usually not the
centerline of the geometrical section.
In this case the distance from this
neutral axis to the extreme compression
fiber is given by the equation:

=i (2:26)

where

¢; =distance from the extreme compression

fiber to the center of the i*® ply.

(3) In caleulating the bending strength (not
stiffness} of plywood strips in bending
having the face grain direction perpen-
dicular to the span, a modulus E’,,, simi-
lar to Ej is to be used. For plywood
made of five or more plies, the use of E,,
for E’,. in strength calculations will result
in but relativelysmallerror. The value of
E’,; may be calculated in the same man-
ner as that used in calculating E,. except
that the effect of the outer ply on the
tension side is neglected. The location
of the neutral axes used in calculating
E;: and E’,, will be different. The value
of E’,; may also be calculated from the
following formula:.

2L, 1 2 tE. [/, 2
B = Efz+_—1 th (C "§+t.r) ~1% T(C "%‘E{

[Al 2
(2:27)
where - '
th., !
!_l thr(t_ztf)-{_t?
T2 tE,

1

tE,

=distance from neutral axis to extreme
fiber of the outermost longitudinal ply.
E7 pertains to the species of the face
ply. '
(4} The modulus of rigidity (modulus of
elasticity in shear) of solid wood involves
the shear moduli Gy, Gz, 2and Ggs.
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As mentioned in section 2.131, little informa-~
tion is available on this elastic property,
and a ‘“‘mean’” modulus of rigidity s or-
dinarily used for wood. Similarly for
plywood, a value of modulus of rigidity
based on the ‘“mean’ modulus of rigidity
for solid wood may be used.

For plywood (all plies the same species)
having the facegrain parallel or perpen-
dicular to the direction of principal
shearing stress, the modulus of rigidity
may be taken the same as for solid wood.

The theoretical treatment of the elastic prop-
erties of plywood involves the moduli of
rigidity Gy: and Gr... ~They are deter-

mined as:
Gt 35 Gt (2:28)
i=1
waz } § Gi Iz (229)

where the summations are taken over all
plies in a section perpendicular to either
the a or b directions using the modulus of
rigidity in each ply in the wx plane.

When the plywood is made of a single species
of wood,

G o= Gypr=Grr for rotarv-cut veneer.
Grpz= Gpr== G, for quarter-sliced veneer.

(5) Poisson’s ration (u). Although there 1s
very little information available on the
values of Poisson’s ratios for plywood, a
brief summary of their significance is
given.

The effective Poisson’s ratio of plywood in
tension or compression (no flexure)
the ratio of the contraction along the z
direction to extension along the w direc-
tion due to tensile stress acting in the w
direction and thus normal to the uzf

plane, or
> f<Ez) () (2:30)
where
(E,);=modulus of elasticity of the :* ply in
the z direction.
(1yz);=Polsson’s ratio of contraction along

the z direction to extension in the w

direction due to a tensile stress act-
ing the w direction and thus normal
to the xt plane of the i“ply.

Similarly
n

i
L (2:31)

f'(Ew)i(nuzw)i

_M

Hzw™ f

‘If all plies are of the same species of rotary-cut
veleer

227 EL.U-'I‘L/E::
Hzwp— ELP-TL/Ew

If all plies are of the same species of quarter-
sliced veneer

Mgz = ELMRL/Ez
HBzw=— EL#RL/ E‘w

These formulas give close approximations of the
apparent Poisfon’s ratios in these two directions
when the stress is simple tension or compression.
For more accurate formulas than (2:30) and (2:31)
see reference 2-65. For Poisson’s ratio at an
angle to the grain see section 2.56.

The Poisson’s ratios associated with flexure are

2" T(ED tuo):

IE},, 2 (2:32)

K ripr™

Hrzw™= (233)

IEwaI (E Pzw)

i=1

These equations yvield values identical to those of
equations (2:30) and 2:31) if all plies of the ply-
wood are of the same species of wood.

2.53. ApPROXIMATE METHODS FOR CALCULAT-
IN¢ PLywoop Srtrencras. Table 2-12 gives
some approximate methods of calculating the
various strength properties of plywood. These
simplified methods will be found very useful in
obtaining estimates on the strength of plywood,
but cannot be relied upon to give results that are
comparable to those obtained with the more
accurate methods previously given;

2.54 MoisTure-STrENGTH RELATIONS FOR PLY-
WOOD.

2.540 General. The design values given in the
plywood strength-property tables 2-13 and 2-14
were calculated from the strength properties of
solid wood as given in table 2-6 based on a moist-
ure content of 15 percent; and are applicable for
design of aircraft to be used in the continental
United States. For design of aircraft to be used
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Table 2-12. Approxrimate methods for calculating the strength and stifiness of plywood 1

Direction of stress with respect to

Property direction of face grain

|
1 : o

! Portion of cross-sections] area to be con-
I sidered

Allowables expressed in proportion of
strength values given in tabie 2-6

!
.[Parallel (F,.,) or perpen-
Ultimate tensile___________: dicular (F,,.) ..
+45°_

:(Parallel (F,..) or perpen-

Ultimate eompressive_____ _ :
) :t45° (Fculﬁo)--- -h——;—--
| H
Paraliel or perpendicular
Shear____________________ (Froz).
+45° ...
Shear in plane of plies_____ Parallel, perpendicular, or
. £45°
-
|
Load in bending_ _________ Parallel or perpendicular__ _
Deflection in bending___ ... - Parallel or perpendieular_.. _

Deformation in tension or | Paraliel or perpendicular. _ .
compression, I

Bearing at right angles to
plane of plywood.

dicular (Fo..)_ o ________

i

Parallel plies? only_ . ________
Full cross-sectional area_ . ___

Full cross-sectional area_ .. ___
Full eross-sectional area______

Joints between ribs, spars, etc.,
and continuous stressed plv-
wood coverings; joints be-
tween webs (plvwood)} and
flanges of 1 and box-beams:
loints between ribs, spars,
ete., and stressed plywood
panels when plywood ter-
minates at joint—use shear
area over support.

Bending moment M=KfI/c'
where /=moment of inertia
computed on basis of par-
allel plies only; ¢’ = distance
from neutral axis to outer
fiber of outermost piy hav-
ing its grain in direction of
span; K=1.50 for three-piy
plywood having grain of
outer plies perpendicular to
span. K=0.85 for all other
plywood.

Deflection may be caleulated |

by the usual formulas, tak-
ing as the moment of inertia
that of the parallel plies
plus 1/20 that of the per-
pendicular plies. (When
face plies are parallel, the
caleulation may be simpli-
fied, with but litile error,
by taking the moment of
inertia as that of the par-
ailel plies only),

Parallel plies? only________.. :

Lioaded area. _______________

Modulus of rupture.

One-fourth modulus of rup-
ture.

Maximum erushing strength
or fiber stress at propor-
tional imit, as required.

One third maximum erush-
ing strength or one-third
fiber stress at propor-
tional limit, as required. .

1.18 times the shearing-

. strength parallel to grain,

2.35 times the shearing
strength parailel to grain

One-third the shearing
strength parallel to grain
for the weakest species,

Modulus of rupture or fiber
stress at proportional limit
as required.

Modulus of elasticity.

Modulus of elasticity.,

Compression perpendicular
to grain,

! These simplified strength caleulations are to be used only as & rough guide in preliminary design work, and are not acceptable for final design when the
resuits obtained differ considerably from those obtained by the more accurate methods given in this bulletin.
2 By “parallel plies” is meant these plies whose grain direction is parallel to the direction of principal stress,
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in tropical conditions, for which 20 percent mois-
ture content is recommended, the design values for
pl¥wood may Dbe calculated from basic strength
properties of wood at 20 percent moisture content
as given in table 2-7, or approximate adjustments
may be made as indicated in the following sections.

Adjustment factors by which strength properties
of solid wood may be corrected for moisture con-
tent are shown in table 2-2. For plywood,
moisture corrections are dependent on many
variable factors, such as grain direction, combi-
nations of species, and relative thicknesses of
plies in each direction, so that any rational method
of correction is quite laborious. An approximate
method for making moisture corrections to ply-
wood is given in the succeeding sections.

2.541. Approxrimate methods for making moisture
corrections for plywood strength properties. A
limited number of compression, bending, and shear
tests of spruce and Douglas-fir plywood of a few
constructions at moisture content values ranging
approximately from 6 to 15 percent has indicated
that use of the following simplified methods of
correcting plywood strength properties will be
satisfactory (ref. 2-10 and 2-14).

2.5410. Moisture eorrections for plywood com-
pressive strength (0° or 90° to face grain direction).
Moisture adjustments to the compressive strength
of plywood, either parallel or perpendicular to the
face grain direction, may be made by direct use of
the correction constants given in column (6) of
table 2-2.

When more than one species is used in the ply-
wood, the correction constant should be taken
for that species havings its grain direction parallel
to the applied load.

When plies of two species have their grain
direction parallel to the applied load, the plywood
correction constant should be determined by
taking the mean value of the correction con-
stants for the two species based on the relative
areas of the longitudinal plies of each.

2 5411. Moisture correction for plywood tensile
strength (0° or 90° to face grain direction). Data
on the effect of moisture on the tensile strength
of plywood are lacking. Limited data indicate
that the effect on the tensile strength of wood
is about one-third as great as on modulus
of rupture. The suggested procedure for adjust-
ing the tensile strangih of plywood is to follow
that for compressive strength as given in the
preceding section, using one-third of the correction

factors given for modulus of rupture in column 3
of table 2-2.

2.5412. Moisture corrections for plywood shear
strength  (0° or 90° fo face grain direction).
Moisture adjustments to the shear strength of
plywood, either parallel or perpendicular to the
face grain direction, Fi.:, may be made by direct
use of empirical correction constants equal to
those given in column (8) of table 2-2 for shear.
The use of such moisture adjustment to the shear
strength of plywood is not applicable when a
moisture content of less than 7 percent is involved.

When more than one species is used, the correc-
tion constant should be determined on the basis
of the relative areas of each species, considering all
plies.

2.5413. Moisture corrections for plywood com-
pressive strength (any angle to face grain direction).
The compression strength of plywood at any
moisture content, and at any angle to the face
grain direction, may be found by use of equation
2:51 after first correcting the compression terms
F... and F.. in accordance with section 2.5410.

2.5414. Moisture corrections for plywood fensile
strength (any angle to face grain direction). The
tension strength of plywood at any moisture
content, and at any angle to the face grain direc-
tion, may be found by use of equation 2:53 after
first correcting the tension terms F.., and F...
in accordance with section 2.5411, and the shear
term F,,; In accordance with section 2.5412.

2.5415. Moisture corrections for plywood shear
strength (any angle to face grain direction). " The
shear strength of plywood at any moisture
content, and at any angle to the face grain
direction, may be found by use of equations 2:55
or 2:56 after first correcting the various terms in
these equations by the methods outlined in the
foregoing sections.

2.55. SpeciFic GRAVITY-STRENGTH RELATIONS
FOR PLYwooD. As in solid wood, the strength
and elastic properties of plywood increase with
an increase in specific gravity. The magnitude
of this strength increase, however, cannot be
determined by the same convenient exponential
equation given in table 2-1.

Specification AN-P-69a, Plywood and Veneer,

Aireraft Flat Panel, controls the minimum specific

gravity of the individual veneers used in the
manufacture of the plywood, consequently assur-
ing a minimum final specific gravity of the ply-
wood. The “weight per square foot” column in
table 2-13 for various plywood constructions has
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been based on the average specific gravity values
for wood listed in table 2-6.

The strength properties for a piece of plywood
are merely the composite strengths of each indi-
vidual veneer in the direction being considered.
Therefore. to make a rational specific gravity
correction to plywood strength test data, it is first
necessary to determine the specific gravity of each
individual veneer and then correct its strength
properties to correspond to the average specific
gravity value given in table 2-6 for that species.
To do this, of course, 1s impractical and the prob-
lem is further complicated by the effect of glue
impregnation.

When substantiating the strength of a plywood
structure, or when establishing design values from
static tests, the weight per square foot of the
plywood used in the specimens should be near the
values given in table 2-13 to minimize the effect
of high or low specific gravity values (ref. 2-22).

2.56. STreEss-STrRAIN RELaTIONS FOR WooDp
aND PLywoop. When stresses are applied to wood

_Sln___ﬁ cos* § __I__pr,
=B T E +[Gw, E,

w

2 oz
a’33_4[E +E+E

sin?® @ cos? 8-

or plywood in a direction at an angle to the grain,
the resulting strains are quite different from those
obtained in isotropic materials. The general
equations (ref. 2-52 and 2-53) relating the strains
to the stresses shown in figure 2-12 are:

elxanfl‘;‘ al:‘fEJl_alS, 512
Co=0s fi+qmfot @23 foz
Cee="0z f1-+ Gag_fa‘f‘ae,sfslz

(2:34)

in which the stresses and strains are referred to
orthogonal axes 1 and 2.

f: and e, are stress and strain in the direction of
axis 1.

J2 and e, are stress and strain in the direction of
axis 2

Jfaz and ey. are shear stress and shear strain
associated with the directions of axes 1 and 2,
and in which:

sin* g , cost 8

= E + E

9

< Moz L2 2
——— 1°
[GW Ew]su cos

sin? 4 cos? 8

G [cos? 8—sin? §]2

. ME'__I_TI_-G‘}*] sin” 8 cos?® 8—%’ [sin® 8+ cost 4]

!
A=A 2=
1 2ppr 2 L
asa‘—'“la:ra_‘—_g—"“"f:l sin & cos® ¢
. L wT o 1w
| 1 f-)'wa
R K iy

2 e

1 2:' mn® §cos @
— = — % |8
wT Ew E.’L’

. 1 2 .
sin® 8 cos 9_[.(;’;—_;5’?_?,,] sin 8 cos® @

where 6 is measured positively from the direction of the face grain of the plywood to the direction of

axis 1, as shown in figure 2-12.
The inverses of equations (2:26) are:

f1=bllgl+ bzzez'f‘blsesu

f2= bose, -+ bages+ bzaf’szz

(2:35)

_fs12=-” bae,+ bszez":‘ basesm

in which

bnz% [E, cos* 6+ E; sin* 0+ (2 E, p,,,+ 41 Gy) sin? § cos? 6]

bggz% [E; cos* 8+ K, sin? 04 (2 E, pz+ 42 Gy) sin? 6 cos? 4]

1
533=K (Ew+ Ez

—2 Eypze) sin® 8 cos? 8-+ G, (cos® 8—sin? 6)2
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Figure 2-12. General stress distribution in plywood.
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If the stresses are known, equations (2:34)
completely define the strains. For example, if the
plywood 1s subjected only to a tensile stress f
applied at an angle 4 to the direction of the face

grain, then fi=7.,.=0 and equations (2:34)
reduce to:
er=an fi
32=Gzzf:
Es2=0n fr
If the strains are known, equations (2:35)

completely define the stresses in a like manner.

The usual transformation equations for stresses

and strains apply. The transformation from the
arbitrary coordinate system 1, 2 to that of I, IT is
given by

fr=11 cos’ 8-+ 1, sin? 04 2f,;, 8in 6 cos @
fu=71sin? 6L f, cos® §— 27,1, sin 6 cos 8

formr=—fisinfcosé+ f; 8108 cosf+ [, (cos’d—sin®6)
(2:36)

2
Z

and

er==¢; cos® f-4¢, sin’ §+¢,, sin § cos f

grp=2¢€; SIn°* §-+¢, cOs*° §—easin @ cos f
€or 1= 2¢,5infcosf+ 2e,sinfcosd + e {cos?f—sin’f)
(2:37)

where 8 is measured positively from the 01 axis
to the 0/ axis, as shown in figure 2-13.

Very often the linear strains in three arbitrary
directions are known rather than those given in
equations (2:34) and (2:35). The required strains
can be found by use of the first of equations (2:37)
for each of the directions shown in figure 2~14.

The following equations result:

23 2, . cos® 8, cos?ég,
sin®g; sin*g, 'lsin®é8; sin?ég,

Cor2™ cosfy cos b,
sin 6; sin 6
s _ £4 —e I:cos 8; _cos 84]
£, ST 6, cosf; _sin 6, cos B, 'Isn g, sin 4,
sin fy  sin 6,
c0s f;  cOs 6,

p (2:38)

o

Figure 2-13.

2

Azes for transformation equations.

/

Figure 2-14. Arbitrary directions in which linear strains are known.
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and if
f,=45° and 8,=90°,

Cap=2e3—e,—¢,, e;=¢

2.560. Mohr's stress-and-strain circles. N ohr’s
stress-and-strain circles are a means of showing,
graphically, the relation of stress or strain in one
direction to the stress or strain in any other
direction and are an aid in the visualization and
evaluation of these relations. Reference 265
treats extensively the general problem of the use
of Mohr’s circles in connection with wood and
plywood. Only a limited general treatment is
presented herein.

2.5600. Obtaining strains from . given stresses.
Assume a stress distribution in a ptece of plywood
as shown upon the outer square in figure 2-12
(direction of arrows indicates positive direction).
The stress circle can be drawn by use of the follow-
ing equations as shown- in figure 2-13, and the
stresses parallel and perpendicular to the face
grain direction can be determined. -

O=3(/1+ 12 (2:39)

R= '\"(fl _0)2+ (fs21)2

The strains parallel and perpendicular to the
face grain direction can be found by use of the
equations

(2:40)

shown in figure 2-17.

[4 =f_u'____f£_ 2 —ii.__f_w e __fvru‘
10 Em Ez: Hzw = Ez -Ew Marz g T Gwz
(2:41)

t
where u,, and u., are given by equations (2:30)
and (2:31), respectively.
The strain circle can then be drawn, by the
following equations, as shown in figure 2-16 and
the strains in any direction can be determined.

c=§(em+e,> (2:42)

. o)

2.5601. Obtaining stresses from given strains.
The foregoing process can be reversed if strains
are given and stresses required. For this purpose
strains are usually measured in the three directions
The strain circle can be
drawn, by use of the following equations, as shown
in figure 2-18, and the strains parallel and perpen-
dicular to the face grain can be found.

(2:43)

C=% (e1+es)

T:\/% (31“33)2'*‘%‘ {ea—e3)° {2:44)

The stresses parallel and perpendicular to the face grain direction can be obtained from the following

equations: _
o= €xllre _
“ 1_(#1-1:2#::11:) fz

Jo=E

The stress circle can then be drawn, by the use
of the following equations, as shown in figure 2-19,
and the stress at any angle to the face grain direc-
tion may be found:

1
C=3 (fut 12 (2:46)
BE= '\f',(fw—c)2+gsm)2 (247)
2.5602. Erperimental stress-strain data. Figures

2-20, 2-21, and 2-22 present stress-strain curves of
five-ply yellow-poplar plywood subjected to ten-
sion, compression, and shear, respectively, at var-

Ez ﬁ_‘r CouMur
I (Parz.urw)

(2:43)

fszw= wzb szw
ious angles to the face grain. These figures are
reproduced from reference 2-67.

2.57. StrEss CONCENTRATIONS,
2--16-2.1611)

(See sections

2.6. Plywood Structural Elements

The following formulas for strength of plywood
elements are applicable only when elastic instability
(buckling) is not involved, except in the case of
column formulas. For cases involving buckling,
see section 2.71.

2.60. ELEMENTS 6=(0° or 90°).

59
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2.600. Elements in compression (8=0° or 80°).
When a plywood prism i1s subjected to a direct
compression load, the relation between the inter-
nal stress (f,) in any longitudinal ply and the
average P/A stress is given by the following
equations: {(Ref. 2—43) o '

Face grain parallel to applied load

A f e B 45
P/ ‘4-»“_]{“,,— ELC ch (2 40)
Face grain perpendicular to applied load
P/A:-_]'w=EEz fez (2:49)
Le

60

The allowable stresses at the proportional limit
Fepw and F,,. or the allowable ultimate stresses
F,. and F.. are obtained from these equa-
tions, respectively, when the stress at the propor-
tional limit F., or the ultimate crushing stress
Fo, from tables 2-6 or 2-7, whichever is required,
is substituted for f.,. When more than one
species 1s used in the longitudinal plies, the species
having the lowest ratio of F.,/E, and F,,/E; must
be used in determining the correct allowables.
For certain species and plywood construetions,
the compression allowables for the 15 pereent
moisture content condition may be obtained from
table 2—-13.
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Figure 2-19. Stress circle resulting from equations (2:45)

2.601. Elements in tension (6=0° or 90°). The
allowable ultimate tensile stress for a pivwood
strip (designated as Fi., when the face grain
direction is parallel to the applied load, and F...
when the face grain is perpendicular to the applied
load) is equal to the sum of the strengths of the
longitudinal plies divided by the total area of the
cross section. The strength of any longitudinal
ply is equal to its area multiplied by the modulus
of rupture for the species of that ply as given in
column 8 of tables 2-6 and 2-7. For certain
species and plywood constructions, the tension
allowables may be obtained from table 2-13.

2.602. Elements in shear (8=0° or 0=90°).
The allowable ultimate stress of plywood elements
subjected to shear is given by the empirical for-

mula: (Ref. 2-88)
Fnrz=55 n—1 _9" §=; suitt (250)
t 161129

in which the factor Z— ! shall not be assigned values

greater than 35 and in which i, 15 the thickness of
the itv ply and F.,; is the shear strength of wood
of the i™ ply obtained from tables 2-6 or 2-7.
For certain species and plywood constructions the
shear allowables for the 15 percent moisture
content condition may be obtained from table
2-13.
2.61. ELEMENTS (§=ANY ANGLE).

989770°—351 6

2.610. Elements in compression (f=any angle).
Based upon the results of compression tests of a
few species and constructions of plywood, the
ultimate compressive stress of narrow elements
may be given by:

Fou= \/[00326
FCHID

and the ultimate compressive stress of wide ele-
ments, by:

sm"’ﬁ
Fﬂuf

+|:sm8 COSB:]

(2:51)

F“‘B_ M chp cos'd-+ I-‘cu.r 5111*6'!‘4:!’315:2 sin’ 67 "”0
(2:

v

where
g=angle between the face grain and the

direction of the applied load.

F...=-ultimate compressive strength of the
plywood parallel to the face grain;
from formula (2:48}.

F.,.=ultimate compressive strength of the
plywood perpendicular to the face
grain; from formula (2:49).

F.,.=ultimate shear strength of the plywood
when the face grain direction is
parallel and perpendicular to the
shear stresses, from section 2.602.
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2.611. Elements in tension (§=any angle). The
ultimate tensile strength of narrow elements is
given by the formula:

" —‘J[Cosz ] smﬂ?] [smﬁ 0059]2
F;uw Flu,'[ FEW:

(2:53)

and the tensile strength of wide elements, by

Frus=n Flu.’ cos* 6+ F\..7 sin*0+-4 F,,. sin’f cos?s
(2:54)
where

Fi and F,,=ultimate tensile strength of
plrwood parallel and per-
pendicular to the face grain
direction, respectively, from

section 2.601.

2.612. Elements in shear (f=any angle). The
ultimate shear strength of plywood in this case is
given by equations (2:55) and (2:56). When shear
tends to place the face grain in tension, equation
(2:55) should be used. When shear tends to place
the face grain in compression, equation (2:56)
should be used.

When face grain is in tension

1
F, 2:55
= cos? 26 ( )

/ V(o) st 20455 Foud?

When face grain is in compression

1

b=
2 cos® 28
\/<Fcuw -—{_Fruz ) Sln 26+ FS‘WZ

For the special case of the face grain at 45° to the
side of the panel, equations (2:55) and (2:56)
reduce to

F

Foss= S R (2:57)
fuw
\/ +(FM)
P (2:58)

s4ac
Izuuz
-‘~//].-+- (:-I:sztu:)

2.613. Elements in combined compression (or
tension) and shear (f=any angle). The condition
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for failure of plywood elements subjected to com-
bined stresses in the plane of the plywood is given
by the following equation. Formulas (2:533) to
(2:58) are special cases of this general equation.

SRR
Fe F Fos
where

JulFy=ratio of the internal tension or com-
pression stress, parallel to the
face grain, to the allowable ten-
SIOn O compression stress in the
same direction.

J:/F.=ratio of the internal tension or com-
pression stress, perpendicular to
the face grain, to the allowable
tension or compression stress in
the same direction.

Tswe/Fspz=ratio of the internal shear stress,
parallel and perpendicular to the
face grain, to the allowable shear
stress in the same direction.

In the use of equation (2:59), it is necessary
first to resolve the internal stresses into directions
that are parallel and perpendicular to the face
grain direction by use of the following transfor-
mation equations:

(2:59)

=1, cos? 8+ f, sin®6— 21.;, sin 6 cos §
Je=711 sin? 641, cos? §-+27,;, sin 6 cos @

Fouz=(fr—12) sin 6 cos 8+ f,,» (cos? 6—sin? )

(2:60)

in which the symbols have the meanings indicated
in figure 2-12 and 6 is measured positively from
the direction of the face grain to the direction of
axis 1.

In order to clarify the use which can be made of
the combined loading equation (2:59), the com-
plete derivation of equation (2:53) is given. It is
desired to find the allowable tensile stress of a
plywood element which is loaded as shown in
figure 2-23.

Thus in equation (2:60) fo=/Ffiv, fo=fiz, i=F;
and fr=fu2=0; and the equations reduce to:

Sue=1 cos®8
fiz=1 sin*@
Fswz=F,8in 8 cos b



r—.

— -

r—-

Figure 2-238. Orientation of plywood element for derivation of fermula (2:58).

Substituting these terms in the combmed Ioadlncr

equation
: ST ¢
e T+ =]+

the following is obtained:
f: cos? :r ,:j, sin? ¢ ] l:f, sin 8 cos 6|
[ Iuw + F!u:c + swz ]
Dividing through by f, and setting its value equal

to the allowable tensile stress, F .8, gives equation
(2:53), or
sin®

F =
\/"cosz B] :I [sm 8 cos 6]
LFIHU Ftuz FRIDZ
Equations (2:51), (2:55), and (2:56) may be
derived in exactly the same manner.

Equation (2:38) is derived in a similar manner
in which f, and f,. are not equated to zero but
are allowed to assume values which make f, a
maximum. Equation (2:37) also may be derived
in this.manner.

These equations were taken from referehce 2-67.

2.614. Elements in bending. The apparent
moduli of elasticity {Ey and Ep) of plywood
beams in bending are given by the general formulas
in section 2.5. When all of the plies are of equal
thickness and one species, these general formulas
reduce to the following forms:

For rotary-cut veneer,

EL T
7 (EZ+26>

three-ply; Epn=55

(2:53)

{2:61)

—E—%(Oﬁ —~+99)

2:62
125 (2:62)

five-ply; E, =

£r= 190
seven-ply;

Ern=g75 (99 +244)

ET ]

E,— 343(99+ P (2:63)
nine-ply;

,w=_99(244 Z+485)

E.= 2444485 Ey 2:64

fI_—()g E (..l- }

For quarter-sliced veneer, F,/EL should be re-
placed by Egz/E; (sec. 2.13).

The bending stress in the extreme fiber of the
outermost longitudinal ply is given by the follow-
ing formulas:

Face grain parallel to span

\IC EL o=
fr=1.18 —— Yo (2:65)
Face grain' perpendicular to span
Me!
=091 —— 5 E’ L (for 3-ply) {2:66)
Fo=1.11 M;c B (q,n other) (2:67)

where

¢’ =distance from neutral axis to extreme

fiber of outermost longitudinal ply.
E’=same as E,, except that outermost ply

in tension is neglected. E, may be
used in place of £y, in formula (2:67)
with only slight error.

E, 1s taken for the species of the outermost
longitudinal ply.
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The allowable bending stress at proportional
limit (F,,) and the modulus of rupture in bending
(Fpu) are given in tables 2-6 and 2-7. (Ref. 2-25)

2.6140. Deflections. The deflection of plywood
beams with face grain parallel or perpendicular to
the span may be obtained by using Ej, or E,, in
the ordinary beam formulas. E’, is used only for
determining strengths in bending and not the
deflection. For plywood beams with face grain
at an angle 6 to the direction of the span, the
effective modulus of elasticity to be used in the
deflection formula is given by the equation:

E:—:— [Eflr (‘.054 G+ E_rz Sirl4 6+
f
(2 Epeptyzw+ 47, Gryz) sin? 6 cos® 6] (2:68)

i which Ar=1— b rrorli 200
when

(1) The loading is constant across the width
of the beam at any point in its span.

(2) The beam width is sufficient to cause the
-deflection to be constant across the beam
at any point in the span.

(3) The beam is held so that it cannot leave
the supports.

There are no methods available by which the

when the grain direction of the face plies is other
than parallel or penpendicular to the span.

2.615. Elements as columns. The allowable
stresses for plywood columns are given by the
followiing formulas:

Long columns

_0.857°E,, - N
FCHW— (face grain parallel to length)
(2:69)
Fc=g."(8‘£,7;_)E2}I (face grain perpendicular to length)
2:70)
’ P i
(L /p)cr—S.DO‘\ ..
or 3.55+ /5202 respectively
Short columns
F N4

where

K= (I”/P)cr
Fou=F,u whenfacegrain is parallel to length
= F,.. when face grain is perpendicular to

strength of plywood beams may be calculated length
&£.0
5.0
4.0 \\ _
3:‘5 \\ N
\ —-"//\ e K=10
3.0 \\ A\ 3 — K=08
\\\-———" e i e T K=06
' — T K04
20 ‘/> - —T ] K:0.2
"~ T T — K:0
10 = : ‘
ob. 08 T4 l.6 2.0 2.4 2.8 3.2 3.6 4.0

r

Figure 2-25. Ploi of equation (2:74).
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9.7. Flat Rectangular Plywood Panels

2.71. Brekring CRITERIA.

2.711. General. When buckling occurs in ply-
wood panels at loads less than the required design
loads, the resulting redistribution of stresses must
be considered in the analvsis of the structure.
The buckling criteria in this section are based on
mathematical analyses and are confirmed by ex-
periments for stresses below the proportional limit.
Visible buckling may occur at lower stresses than
those indicated by these criteria, due to the imper-
fections and eccentric loadings which usually exist
in structures. Experiments have indicated, how-
ever, that the redistribution of stresses due to
buckling corresponds more closely to the degree of
buckling indicated by these theoretical criteria
than it does to visible buckling. These criteria
can, therefore, be used in various parameters for
plotting test results or design allowables against
the degree of buckling, and to compute the degree
of buckling in a structure. This is done in sections
2.72 and 2.760. '

Since the mathematical analyses are based on
the assumption of elastic behavior, these critera
cannot be directly applied when the stresses are
above proportional limit. The behavior at such
stresses has been investigated experimentally for
some cases, as described in sections 2.72 and 2.760.
Because of the low modulus of elasticity of wood
across the grain it is difficult to approach clamped-
edge conditions.

2.712. Compression {f=0° or 90°). The ecriti-
cal buckling stress of flat rectangular plywood
panels subjected to uniform compressive stress 1s
given by the following formula (ref. 2-55).

7 g B (1)2
cer [ a

Qe
N, (2:72)

in which H, depends upon the edge conditions of
the panel and other considerations in the following

cases.

Case I. All edges simply supported.

| H=% [(%)2+(—?>2+ 2k:| (2:73)

7.0
/
6.0 \// . et e K= 1.0
SZTA NN S g S K:08
l&\ 50 \/ A\\\--_.-/ - K:=06
0 (\ \\\,_____ | K =04
\ / \\*-——/A\“-—-—/ K=02
4.0 ] g Ty . ' J— -
\\/ "-—-/ K =0
3'00.5 08 10 12 I4€ [6 |8 20 22 24 26
4

Figure 2-24.

Plot of equation (2:73)
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